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Current copies of the following documents are hereby made part of these contract documents  
by reference.  These documents are available on the DFCM web site at http://dfcm.utah.gov or are 
available upon request from DFCM. 

 
  DFCM General Conditions dated May 25, 2005. 
  DFCM Application and Certification for Payment dated May 25, 2005. 
 
 
 Technical Specifications :   
 Drawings:    
 

 
 
 
 
The Agreement and General Conditions dated May 25, 2005  
have been updated from versions that were formally adopted  
and in use prior to this date.  The changes made to the General 
Conditions are identified in a document entitled Revisions to 
General Conditions that is available on DFCM’s web site at 
http://dfcm.utah.gov 
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NOTICE TO CONTRACTORS 

 
Sealed bids will be received by the Division of Facilities Construction and Management (DFCM) for: 
 
MEDIUM TEMPERATURE HEATING HOT WATER PIPING REPAIR 
SALT LAKE COMMUNITY COLLEGE - JORDAN CAMPUS – WEST JORDAN, UTAH 
DFCM PROJECT NO: 06239680          
 
Bids will be in accordance with the Contract Documents that will be available on Monday, June 5, 2006 
and distributed in electronic format only on CDs from DFCM, 4110 State Office Building, Salt Lake 
City, Utah and on the DFCM web page at http://dfcm.utah.gov.  For questions regarding this project, 
please contact Craig Wessman, DFCM Project Manager, at (801)538-3246, fax (801)538-3267, or         
e-mail to cwessman@utah.gov.  No others are to be contacted regarding this bidding process.  The work 
consists of replacing gasketed grooved piping connections with welded connections, replacing and 
installing new valves, and re-insulating the piping. The construction budget for this project is $470,000. 
 
A mandatory pre-bid meeting will be held at 9:00 AM on Thursday, June 8, 2006 at the Salt Lake 
Community College - Jordan Campus Central Plant/Distribution Center, 3491 West 9000 South, West 
Jordan, Utah 84088.  All bidders wishing to bid on this project are required to attend this meeting.   
  
Bids will be received until the hour of 3:00 PM on Thursday, June 15, 2006 at DFCM, 4ll0 State 
Office Building, Salt Lake City, Utah 84114.  Bids will be opened and read aloud in the DFCM 
Conference Room, 4110 State Office Building, Salt Lake City, Utah.  NOTE:  Bids must be received at 
4110 State Office Building by the specified time. 
 
Bid security, in the amount of five percent (5%) of the bid, must be submitted as stated in the 
Instruction to Bidders.   
 
The Division of Facilities Construction and Management reserves the right to reject any or all bids or 
to waive any formality or technicality in any bid in the interest of DFCM. 
 
DIVISION OF FACILITIES CONSTRUCTION AND MANAGEMENT 
Marla Workman, Contract Coordinator 
4110 State Office Building, Salt Lake City, Utah 84114 
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PROJECT SCHEDULE 

 
PROJECT NAME: MEDIUM TEMPERATURE HEATING HOT WATER PIPING REPAIR 
   SLCC - JORDAN CAMPUS – WEST JORDAN, UTAH 
DFCM PROJECT #: 06239680 

Event Day Date Time Place 
Advertisement Placed Sunday June 4, 2006  Multi-Media 
Bidding Documents 
Available 

Monday June 5, 2006 8:30 AM DFCM, 4110 State Office 
Bldg, SLC, UT or DFCM web 
site * 

Mandatory Pre-bid Site 
Meeting  

Thursday June 8, 2006 9:00 AM Central Plant/Distribution Ctr 
SLCC - Jordan Campus  
3491 W 9000 South 
West Jordan, UT 

Last Day to Submit Questions Friday June 9, 2006 5:00 PM DFCM - Craig Wessman  
Fax (801)538-3246 or e-mail 
cwessman@utah.gov 

Final Addendum Issued Tuesday June 13, 2006 12:00 NOON DFCM, 4110 State Office 
Bldg, SLC, UT or DFCM web 
site * 

Prime Contractors  Turn In 
Bid and Bid Bond / Bid 
Opening in DFCM 
Conference Room 

Thursday June 15, 2006 3:00 PM DFCM, 4110 State Office 
Bldg, SLC, UT 

Sub-contractor List Due 
 

Friday June 16, 2006 3:00 PM DFCM, 4110 State Office 
Bldg, SLC, UT 

 

*  DFCM’s web site address is http://dfcm.utah.gov 

STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES 
 

Division of Facilities Construction and Management 
DFCM
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BID FORM 
 
 
NAME OF BIDDER                                                                                                      DATE             
 
To the Division of Facilities Construction and Management 
4110 State Office Building 
Salt Lake City, Utah  84114 
 
The undersigned, responsive to the "Notice to Contractors" and in accordance with the "Instructions to 
Bidders”, in compliance with your invitation for bids for the  MEDIUM TEMPERATURE HEATING 
HOT WATER PIPING REPAIR -  SALT LAKE CITY COMMUNITY COLLEGE  - JORDAN 
CAMPUS – WEST JORDAN, UTAH - DFCM PROJECT # 06239680 and having examined the Contract 
Documents and the site of the proposed Work and being familiar with all of the conditions surrounding 
the construction of the proposed Project, including the availability of labor, hereby proposes to furnish 
all labor, materials and supplies as required for the Work in accordance with the Contract Documents 
as specified and within the time set forth and at the price stated below.  This price is to cover all 
expenses incurred in performing the Work required under the Contract Documents of which this bid is 
a part: 
 
I/We acknowledge receipt of the following Addenda:            
 
 
For all work shown on the Drawings and described in the Specifications and Contract Documents, I/we agree to 
perform for the sum of: 
 
                                                                                                                            DOLLARS ($                                ) 
(In case of discrepancy, written amount shall govern) 
 
 
I/We guarantee that the Work will be Substantially Complete by September 30, 2006 should I/we be the 
successful bidder, and agree to pay liquidated damages in the amount of $300.00 per day for each day after 
expiration of the Contract Time as stated in Article 3 of the Contractor’s Agreement.  
 
This bid shall be good for 45 days after bid opening. 
 
Enclosed is a 5% bid bond, as required, in the sum of           
 
The undersigned Contractor's License Number for Utah is                                                         .   
 
Upon receipt of notice of award of this bid, the undersigned agrees to execute the contract within ten (10) days, 
unless a shorter time is specified in the Contract Documents, and deliver acceptable Performance and Payment 
bonds in the prescribed form in the amount of 100% of the Contract Sum for faithful performance of the 
contract.   

STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES 
 

Division of Facilities Construction and Management 
DFCM
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BID FORM  
PAGE NO. 2 
 
 
The Bid Bond attached, in the amount not less than five percent (5%) of the above bid sum, shall become the 
property of the Division of Facilities Construction and Management as liquidated damages for delay and 
additional expense caused thereby in the event that the contract is not executed and/or acceptable l00% 
Performance and Payment bonds are not delivered within the time set forth. 
 
 
 
Type of Organization: 
 
                                                                 
(Corporation, Partnership, Individual, etc.) 
 
 
 
 
Any request and information related to Utah Preference Laws: 
 
__________________________________________________ 
 
__________________________________________________ 
 
 
 
 
 
                                   Respectfully submitted, 
 
 
 
      ______________________________________________ 
      Name of Bidder 
 
 

ADDRESS: 
 
 
                                            ______________________________________________ 
 

______________________________________________ 
 
 
 
                                          ______________________________________________ 

      Authorized Signature 
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INSTRUCTIONS TO BIDDERS 
 
 
1. Drawings and Specifications, Other Contract Documents 
 
Drawings and Specifications, as well as other available Contract Documents, may be obtained as stated 
in the Notice to Contractors. 
 
Any person or firm that fails to return the complete set of Drawings and Specifications, or other 
contract documents, in good condition within ten (10) days after the time set for receiving bids, will 
forfeit the deposit.  Notwithstanding this, if the Contract Documents are provided on a compact disc, 
the compact disc does not need to be returned. 
 
 
2. Bids  
 
Before submitting a bid, each contractor shall carefully examine the Contract Documents, shall visit 
the site of the Work; shall fully inform themselves as to all existing conditions and limitations; and 
shall include in the bid the cost of all items required by the Contract Documents.  If the bidder 
observes that portions of the Contract Documents are at variance with applicable laws, building codes, 
rules, regulations or contain obvious erroneous or uncoordinated information, the bidder shall 
promptly notify the DFCM Representative and the necessary changes shall be accomplished by 
Addendum. 
 
The bid, bearing original signatures, must be typed or handwritten in ink on the Bid Form provided in 
the procurement documents and submitted in a sealed envelope at the location specified by the Notice 
to Contractor’s prior to the deadline for submission of bids.  It is your responsibility to allow for the 
time needed to park in Capitol Hill as recent construction activity has made the parking more difficult.  
Identification is required to enter the building. 
 
Bid bond security, in the amount of five percent (5%) of the bid, made payable to the Division of 
Facilities Construction and Management, shall accompany bid.  THE BID BOND MUST BE ON THE 
BID BOND FORM PROVIDED IN THE PROCUREMENT DOCUMENTS IN ORDER TO BE 
CONSIDERED AN ACCEPTABLE BID. 
 
If the bid bond security is submitted on a bid bond form other than DFCM’s required bid bond form, 
and the bid security meets all other legal requirements, the bidder will be allowed to provide an 
acceptable bid bond by the close of business on the next business day following notification by DFCM 
of submission of a defective bid bond security.  NOTE:  A cashier’s check cannot be used as a 
substitute for a bid bond. 
 
 
3. Contract and Bond   
 
The Contractor's Agreement will be in the form bound in the specifications.  The Contract Time will 
be as indicated in the bid.  The successful bidder, simultaneously with the execution of the Contract 
Agreement, will be required to furnish a performance bond and a payment bond, both bearing original  
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INSTRUCTIONS TO BIDDERS 
PAGE NO. 2 
 
 
signatures, upon the forms provided in the procurement documents.  The performance and payment 
bonds shall be for an amount equal to one hundred percent (100%) of the contract sum and secured 
from a company that meets the requirements specified in the requisite forms.  Any bonding 
requirements for subcontractors will be specified in the Supplementary General Conditions. 
 
 
4. Listing of Subcontractors  
 
Listing of Subcontractors shall be as summarized in the “Instructions and Subcontractor’s List Form”, 
which are included as part of these Contract Documents.  The Subcontractors List shall be delivered to 
DFCM or faxed to DFCM at (801)538-3677 within 24 hours of the bid opening.  Requirements for 
listing additional subcontractors will be listed in the Contract Documents. 
 
DFCM retains the right to audit or take other steps necessary to confirm compliance with requirements 
for the listing and changing of subcontractors.  Any contractor who is found to not be in compliance 
with these requirements is subject to a debarment hearing and may be debarred from consideration for 
award of contracts for a period of up to three years.  
 
 
5. Interpretation of Drawings and Specifications 
 
If any person or entity contemplating submitting a bid is in doubt as to the meaning of any part of the 
drawings, specifications or other Contract Documents, such person shall submit to the DFCM Project 
Manager a request for an interpretation thereof.  The person or entity submitting the request will be 
responsible for its prompt delivery.  Any interpretation of the proposed documents will be made only 
by addenda duly issued and a copy of such addenda will be mailed or delivered to each person or entity 
receiving a set of documents.  Neither the DFCM nor A/E will be responsible for any other 
explanations or interpretations of the proposed documents.  A/E shall be deemed to refer to the 
architect or engineer hired by DFCM as the A/E or Consultant for the Project. 
 
 
6. Addenda 
 
Any Addenda issued during the time of bidding shall become part of the contract Documents made 
available to the bidders for the preparation of the bid, shall be covered in the bid, and shall be made a 
part of the Contract. 
 
 
7. Award of Contract 
 
The Contract will be awarded as soon as possible to the lowest, responsive and responsible bidder, 
based on the lowest combination of base bid and acceptable prioritized alternates, provided the bid is 
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INSTRUCTIONS TO BIDDERS 
PAGE NO. 3 
 
 
reasonable, is in the interests of the State of Utah to accept and after applying the Utah Preference 
Laws in U.C.A. Title 63, Chapter 56.  DFCM reserves the right to waive any technicalities or 
formalities in any bid or in the bidding.  Alternates will be accepted on a prioritized basis with 
Alternate 1 being highest priority, Alternate 2 having second priority, etc. 
 
 
8. DFCM Contractor Performance Rating 
 
As a contractor completes each DFCM project, DFCM, the architect/engineer and the using agency 
will evaluate project performance based on the enclosed “DFCM Contractor Performance Rating” 
form.  The ratings issued on this project will not affect this project but may affect the award on future 
projects. 
 
 
9. Licensure 
 
The Contractor shall comply with and require all of its subcontractors to comply with the license laws 
as required by the State of Utah. 
 
 
10. Right to Reject Bids  
 
 
DFCM reserves the right to reject any or all Bids. 
 
 
11. Time is of the Essence 
 
Time is of the essence in regard to all the requirements of the Contract Documents. 
 
 
12. Withdrawal of Bids 
 
Bids may be withdrawn on written request received from bidder prior to the time fixed for opening.  
Negligence on the part of the bidder in preparing the bid confers no right for the withdrawal of the bid 
after it has been opened. 
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INSTRUCTIONS TO BIDDERS 
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13. Product Approvals   
 
Where reference is made to one or more proprietary products in the Contract Documents, but 
restrictive descriptive materials of one or more manufacturer(s) is referred to in the Contract 
Documents, the products of other manufacturers will be accepted, provided they equal or exceed the 
standards set forth in the drawings and specifications and are compatible with the intent and purpose of 
the design, subject to the written approval of the A/E.  Such written approval must occur prior to the 
deadline established for the last scheduled addenda to be issued.  The A/E’s written approval will be in 
an issued addendum.  If the descriptive material is not restrictive, the products of other manufacturers 
specified will be accepted without prior approval provided they are compatible with the intent and 
purpose of the design as determined by the A/E. 
 
 
14. Financial Responsibility of Contractors, Subcontractors and Sub-subcontractors 
 
Contractors shall respond promptly to any inquiry in writing by DFCM to any concern of financial 
responsibility of the contractor, subcontractor or sub-subcontractor. 
 
 
15. Debarment 
 
By submitting a bid, the Contractor certifies that neither it nor its principals, including project and site 
managers, have been, or are under consideration for, debarment or suspension, or any action that 
would exclude such from participation in a construction contract by any governmental department or 
agency.  If the Contractor cannot certify this statement, attach to the bid a detailed written explanation 
which must be reviewed and approved by DFCM as part of the requirements for award of the Project. 
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BID BOND 
(Title 63, Chapter 56, U. C. A. l953, as Amended) 

 
KNOW ALL PERSONS BY THESE PRESENTS: 
 

That                                                                                                                                                               hereinafter  referred to as 
the "Principal," and                                                                                                                                  , a corporation organized and existing 
under the laws of the State of                                      , with its principal office in the City of ______________ and authorized to transact 
business in this State and U. S. Department of the Treasury Listed, (Circular 570, Companies Holding Certificates of Authority as Acceptable 
Securities on Federal Bonds and as Acceptable Reinsuring Companies); hereinafter referred to as the "Surety," are held and firmly bound unto 
the STATE OF UTAH, hereinafter referred to as the "Obligee," in the amount of $_____                                                   (5% of the 
accompanying bid), being the sum of this Bond to which payment the Principal and Surety bind themselves, their heirs, executors, 
administrators, successors and assigns, jointly and severally, firmly by these presents. 
 

THE CONDITION OF THIS OBLIGATION IS SUCH that whereas the Principal has submitted to Obligee the accompanying 
bid incorporated by reference herein, dated as shown, to enter into a contract in writing for the______________________________________ 
                                                                                                                                                                                                                      Project. 
 

NOW, THEREFORE, THE CONDITION OF THE ABOVE OBLIGATION IS SUCH, that if the said principal does not 
execute a contract and give bond to be approved by the Obligee for the faithful performance thereof within ten (10) days after being notified 
in writing of such contract to the principal, then the sum of the amount stated above will be forfeited to the State of Utah as liquidated 
damages and not as a penalty; if the said principal shall execute a contract and give bond to be approved by the Obligee for the faithful 
performance thereof within ten (10) days after being notified in writing of such contract to the Principal, then this obligation shall be null and 
void.  It is expressly understood and agreed that the liability of the Surety for any and all defaults of the Principal hereunder shall be the full 
penal sum of this Bond.  The Surety, for value received, hereby stipulates and agrees that obligations of the Surety under this Bond shall be 
for a term of sixty (60) days from actual date of the bid opening. 
 

PROVIDED, HOWEVER, that this Bond is executed pursuant to provisions of Title 63, Chapter 56, Utah Code Annotated, 1953, 
as amended, and all liabilities on this Bond shall be determined in accordance with said provisions to  same extent as if it were copied at 
length herein. 
 

IN WITNESS WHEREOF, the above bounden parties have executed this instrument under their several seals on the date indicated 
below, the name and corporate seal of each corporate party being hereto affixed and these presents duly signed by its undersigned 
representative, pursuant to authority of its governing body. 
 
DATED this                      day of                                                 , 20                  . 
 
Principal's name and address (if other than a corporation):       Principal's name and address (if a corporation): 
 
                                                                                                                                                                                                   
 
                                                                                                                                                                                                 
 
By:                                                                                                    By:                                                                                 
 
Title:                                                                                                 Title:                                                                                
                                                                                         (Affix Corporate Seal) 
 

Surety's name and address: 
 

                                                                                          
 

                                                                                        
STATE OF                                )  
                                                   ) ss.     By:                                                                                 
COUNTY OF                            )             Attorney-in-Fact                         (Affix Corporate Seal) 

 
On this         day of                         , 20         , personally appeared before me                                                                                    , 

whose identity is personally known to me or proved to me on the basis of satisfactory evidence, and who, being by me duly sworn, did say 
that he/she is the Attorney-in-fact of the above-named Surety Company, and that he/she is duly authorized to execute the same and has 
complied in all respects with the laws of Utah in reference to becoming sole surety upon bonds, undertakings and obligations, and that he/she 
acknowledged to me that as Attorney-in-fact executed the same. 
 
Subscribed and sworn to before me this                   day of                                    , 20           . 
My Commission Expires:                                                  
Resides at:                                                                         
                                                                                         

NOTARY PUBLIC 
 
 

Approved As To Form:   May 25, 2005 
By Alan S. Bachman,  Asst Attorney General 

Agency:  _______________________________________________________ 
Agent:    _______________________________________________________ 
Address: _______________________________________________________
Phone:   _______________________________________________________
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INSTRUCTIONS AND SUBCONTRACTORS LIST FORM 
 

The three low bidders, as well as all other bidders that desire to be considered, are required by law to 
submit to DFCM within 24 hours of bid opening a list of ALL first-tier subcontractors, including the 
subcontractor’s name, bid amount and other information required by Building Board Rule and as stated 
in these Contract Documents, on the following basis: 
 

PROJECTS UNDER $500,000 - ALL SUBS $20,000 OR OVER MUST BE LISTED 
PROJECTS $500,000 OR MORE - ALL SUBS $35,000 OR OVER MUST BE LISTED 

 
•  Any additional subcontractors identified in the bid documents shall also be listed. 
•  The DFCM Director may not consider any bid submitted by a bidder if the bidder fails to submit a 
    subcontractor list meeting the requirements of State law.  
•  List subcontractors for base bid as well as the impact on the list that the selection of any alternate 
    may have. 
•  Bidder may not list more than one subcontractor to perform the same work. 
•  Bidder must list “Self” if performing work itself. 

 
LICENSURE: 
 
The subcontractor’s name, the type of work, the subcontractor’s bid amount, and the subcontractor's 
license number as issued by DOPL, if such license is required under Utah Law, shall be listed.  Bidder 
shall certify that all subcontractors, required to be licensed, are licensed as required by State law.  A 
subcontractor includes a trade contractor or specialty contractor and does not include suppliers who 
provide only materials, equipment, or supplies to a contractor or subcontractor. 
 
BIDDER LISTING 'SELF' AS PERFORMING THE WORK: 
 
Any bidder that is properly licensed for the particular work and intends to perform that work itself in 
lieu of a subcontractor that would otherwise be required to be on the subcontractor list, must insert the 
term ‘Self’ for that category on the subcontractor list form.  Any listing of ‘Self’ on the sublist form 
shall also include the amount allocated for that work. 
 
‘SPECIAL EXCEPTION’: 
 
A bidder may list ‘Special Exception’ in place of a subcontractor when the bidder intends to obtain a 
subcontractor to perform the work at a later date because the bidder was unable to obtain a qualified or 
reasonable bid under the provisions of U.C.A.Section 63A-5-208(4).  The bidder shall insert the term 
‘Special Exception’ for that category of work, and shall provide documentation with the subcontractor 
list describing the bidder’s efforts to obtain a bid of a qualified subcontractor at a reasonable cost and 
why the bidder was unable to obtain a qualified subcontractor bid.  The Director must find that the 
bidder complied in good faith with State law requirements for any ‘Special Exception’ designation, in 
order for the bid to be considered.  If awarded the contract, the Director shall supervise the bidder’s 
efforts to obtain a qualified subcontractor bid.  The amount of the awarded contract may not be 
adjusted to reflect the actual amount of the subcontractor’s bid.   Any listing of ‘Special Exception’ on 
the sublist form shall also include amount allocated for that work. 

STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES 
 

Division of Facilities Construction and 
DFCM
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INSTRUCTIONS AND SUBCONTRACTORS LIST FORM 
Page No. 2 
 
 
GROUNDS FOR DISQUALIFICATION: 
 
The Director may not consider any bid submitted by a bidder if the bidder fails to submit a 
subcontractor list meeting the requirements of State law.  Director may withhold awarding the contract 
to a particular bidder if one or more of the proposed subcontractors are considered by the Director to 
be unqualified to do the Work or for such other reason in the best interest of the State of Utah.  
Notwithstanding any other provision in these instructions, if there is a good faith error on the sublist 
form, at the sole discretion of the Director, the Director may provide notice to the contractor and the 
contractor shall have 24 hours to submit the correction to the Director.  If such correction is submitted 
timely, then the sublist requirements shall be considered met. 
 
CHANGES OF SUBCONTRACTORS SPECIFICALLY IDENTIFIED ON SUBLIST FORM: 
 
Subsequent to twenty-four hours after the bid opening, the contractor may change its listed 
subcontractors only after receiving written permission from the Director based on complying with all 
of the following criteria. 
 
(1) The contractor has established in writing that the change is in the best interest of the State and 

that the contractor establishes an appropriate reason for the change, which may include, but not 
is not limited to, the following reasons: the original subcontractor has failed to perform, or is 
not qualified or capable of performing, and/or the subcontractor has requested in writing to be 
released. 

(2) The circumstances related to the request for the change do not indicate any bad faith in the 
original listing of the subcontractors. 

(3) Any requirement set forth by the Director to ensure that the process used to select a new 
subcontractor does not give rise to bid shopping. 

(4) Any increase in the cost of the subject subcontractor work is borne by the contractor.   
(5) Any decrease in the cost of the subject subcontractor work shall result in a deductive change 

order being issued for the contract for such decreased amount. 
(6) The Director will give substantial weight to whether the subcontractor has consented in writing 

to being removed unless the Contractor establishes that the subcontractor is not qualified for 
the work. 

 
EXAMPLE: 
 
Example of a list where there are only four subcontractors: 
 

  
                TYPE OF WORK 

 SUBCONTRACTOR,  
  “SELF” OR “SPECIAL EXCEPTION” 

 SUBCONTRACTOR 
       BID AMOUNT 

  
  CONT. LICENSE # 

 
ELECTRICAL 

 
ABCD Electric Inc. 

 
       $350,000.00 

 
    123456789000 

 
LANDSCAPING 

 
“Self” 

 
         300,000.00 

 
    123456789000 

 
CONCRETE (ALTERNATE #1) 

 
XYZ Concrete Inc 

 
         298,000.00 

 
     987654321000 

 
MECHANICAL 

 
“Special Exception”  
             (attach documentation) 

 
Fixed at:  350,000.00 

 
 (TO BE PROVIDED 
AFTER OBTAINING 
SUBCONTRACTOR) 

 
PURSUANT TO STATE LAW - SUBCONTRACTOR BID AMOUNTS CONTAINED IN THIS  

SUBCONTRACTOR LIST SHALL NOT BE DISCLOSED UNTIL THE CONTRACT HAS BEEN AWARDED. 
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SUBCONTRACTORS LIST 
FAX TO 801-538-3677 

 
PROJECT TITLE:                                                                                                                                   
 
Caution:   You must read and comply fully with instructions. 
 

 
  
                TYPE OF WORK 

 
              SUBCONTRACTOR,  
“SELF” OR “SPECIAL EXCEPTION” 

 
 SUBCONTRACTOR 
       BID AMOUNT 

 
  
CONT. LICENSE # 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
  

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
We certify that: 
l. This list includes all subcontractors as required by the instructions, including those related to the base bid as well as any 

alternates. 
2. We have listed “Self” or “Special Exception” in accordance with the instructions. 
3. All subcontractors are appropriately licensed as required by State law. 
 
 

FIRM:                                                                     
 
DATE:                                                SIGNED BY:                                                            
 
NOTICE:   FAILURE TO SUBMIT THIS FORM, PROPERLY COMPLETED AND SIGNED, AS REQUIRED 
IN THESE CONTRACT DOCUMENTS, SHALL BE GROUNDS FOR DFCMS REFUSAL TO ENTER INTO A 
WRITTEN CONTRACT WITH BIDDER.  ACTION MAY BE TAKEN AGAINST BIDDERS BID BOND AS 
DEEMED APPROPRIATE BY DFCM.  ATTACH A SECOND PAGE IF NECESSARY.  

STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES 
 

Division of Facilities Construction and 
DFCM
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FUGITIVE DUST PLAN 
 

 
 
 
 
 
The Contractor will fill out the form and file the original with the Division of Air Quality and a copy of 
the form with the Division of Facilities Construction & Management, prior to the issuance of any notice 
to proceed. 
 
The Contractor will be fully responsible for compliance with the Fugitive Dust Control Plan, including 
the adequacy of the plan, any damages, fines, liability, and penalty or other action that results from 
noncompliance. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Page 1 of 7 
15
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Utah Division of Air Quality 

April 20, 1999 
 
GUIDANCE THAT MUST BE CONSIDERED IN DEVELOPING AND SUBMITTING A 
DUST CONTROL PLAN FOR COMPLIANCE WITH R307-309-3,  4, 5,  6, 7 
 
Source Information: 
 
1. Name of your operation (source): provide a name if the source is a construction site. 
 
 
 
 
2.  Address or location of your operation or construction site. 
 
 
 
 
 
3. UTM coordinates or Longitude/Latitude of stationary emission points at your operation. 
 
 
 
 
 
4. Lengths of the project, if temporary (time period). 
 
 
 
 
5. Description of process (include all sources of dust and fugitive dust).  Please, if necessary, use 

additional sheets of paper for this description.  Be sure to mark it as an attachment. 
 
 
 
 
 
6. Type of material processed or disturbed. 
 
 
 
 
7. Amount of material processed (tons per year, tons per month, lbs./hr., and applicable units). 
 
 

Page 2 of 7 
16 
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8. Destination of product (where will the material produced be used or transported, be specific, 

provide address or specific location), information needed for temporary relocation applicants. 
 
 
 
 
 
 
9. Identify the individual who is responsible for the implementation and maintenance of fugitive 

dust control measures.  List name(s), position(s) and telephone number(s). 
 
 
 
 
 
 
10. List, and attach copies of any contract lease, liability agreement with other companies that may, 

or will, be responsible for dust control on site or on the project. 
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Description of Fugitive Dust Emission Activities 

(Things to consider in addressing fugitive dust control strategies.) 
 
 
1. Type of activities (drilling and blasting, road construction, development construction, earth 

moving and excavation, handling and hauling materials, cleaning and leveling, etc). 
 
 
 
 
2. List type of equipment generating the fugitive dust. 
 
 
 
 
3. Diagram the location of each activity or piece of equipment on site.  Please attach the diagram. 
 
 
 
 
4. Provide pictures or drawings of each activity.  Include a drawing of the unpaved/paved road 

network used to move loads “on” and “off” property. 
 
 
 
 
5. Vehicle miles travels on unpaved roads associated with the activity (average speed). 
 
 
 
 
6. Type of dust emitted at each source (coal, cement, sand, soil, clay, dust, etc.) 
 
 
 
 
7. Estimate the size of the release area at which the activity occurs (square miles).  For haul or dirt 

roads include total miles of road in use during the activity. 
 
 
 
 
 
 
 

Page 4 of 7 
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Description of Fugitive Dust Emission Controls on Site  
 
 
Control strategies must be designed to meet 20% opacity or less on site (a lesser opacity may be defined 
by Approval Order conditions or federal requirements such as NSPS), and control strategies must 
prevent exceeding 10% opacity from fugitive dust at the property boundary (site boundary) for 
compliance with R307-309-3. 
 
1. Types of ongoing emission controls proposed for each activity, each piece of equipment, and 

haul roads. 
 
 
 
 
 
2. Types of additional dust controls proposed for bare, exposed surfaces (chemical stabilization, 

synthetic cover, wind breaks, vegetative cover, etc). 
 
 
 
 
 
3. Method of application of dust suppressant. 
 
 
 
 
 
4. Frequency of application of dust suppressant. 
 
 
 
 
 
5. Explain what triggers the use of a special control measure other than routine measures already in 

place, such as covered loads or measures covered by a permit condition (increase in opacity, high 
winds, citizen complaints, dry conditions, etc). 

 
 
 
 
6. Explain in detail what control strategies/measures will be implemented off-hours, i.e., 

Saturdays/Sundays/Holidays, as well as 6 PM to 6 AM each day. 
 
 
 

Page 5 of 7 
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Description of Fugitive Dust Control Off-site 
 
Prevent, to the maximum extent possible, deposition of materials, which may create fugitive dust on 
public and private paved roads in compliance with R307-309-5, 6, 7. 
 
1. Types of emission controls initiated by your operation that are in place “off” property 

(application of water, covered loads, sweeping roads, vehicle cleaning, etc.). 
 
 
 
 
 
2. Proposed remedial controls that will be initiated promptly if materials, which may create fugitive 

dust, are deposited on public and private paved roads. 
 
 
 
 
 
 
 
 
 
 
 
 
 
Submit the Dust Control Plan to: 
 
 Executive Secretary   Phone:   (801) 536-4000 
 Utah Air Quality Board  FAX:     (801) 536-4099 
 POB 144820 
 15 North 1950 West 

Salt Lake City, Utah 84114-4820 
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Fugitive Dust Control Plan Violation Report 
 
 
When a source is found in violation of R307-309-3 or in violation of the Fugitive Dust Control Plan, the 
course must submit a report to the Executive Secretary within 15 days after receiving a Notice of 
Violation.  The report must include the following information: 
 
1. Name and address of dust source. 
 
 
2. Time and duration of dust episode. 
 
 
3. Meteorological conditions during the dust episode. 
 
 
4. Total number and type of fugitive dust activities and dust producing equipment within each 

operation boundary.  If no change has occurred from the existing dust control plan, the source 
should state that the activity/equipment is the same. 

 
 
5. Fugitive dust activities or dust producing equipment that caused a violation of R-307-309-3 or 

the sources dust control plan. 
 
 
6. Reasons for failing to control dust from the dust generating activity or equipment. 
 
 
7. New and/or additional fugitive dust control strategies necessary to achieve compliance with 

R307-309-3, 4, 5, 6, or 7. 
 
 
8. If it can not be demonstrated that the current approved Dust Control Plan can result in 

compliance with R307-309-3 through 7, the Dust Control Plan must be revised so as to 
demonstrate compliance with 307-309-3 through 7.  Within 30 days of receiving a fugitive dust 
Notice of Violation, the source must submit the revised Plan to the Executive Secretary for 
review and approval. 

 
Submit the Dust Control Plan to: 
 Executive Secretary   Phone:   (801) 536-4000 
 Utah Air Quality Board  FAX:     (801) 536-4099 
 POB 144820 
 15 North 1950 West 
 Salt Lake City, Utah 84114-4820 
 
Attachments:  DFCM Form FDR R-307-309, Rule 307-309 
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300/300/____/FVA/____/_____/__/_ 
Project No.  ________ 

 
 
 

CONTRACTOR'S  AGREEMENT 
 
FOR: 
 
____________________________________ 
____________________________________ 
____________________________________ 
 
THIS CONTRACTOR'S AGREEMENT, made and entered into this ____ day of _________, 20__, by 
and between the DIVISION OF FACILITIES CONSTRUCTION AND MANAGEMENT, hereinafter 
referred to as "DFCM", and ______________________________, incorporated in the State of 
___________ and authorized to do business in the State of Utah, hereinafter referred to as "Contractor", 
whose address is ________________________________. 
 
WITNESSETH:  WHEREAS, DFCM intends to have Work performed at _______________________ 
_______________________________________________. 
 
WHEREAS, Contractor agrees to perform the Work for the sum stated herein. 
 
NOW, THEREFORE, DFCM and Contractor for the consideration provided in this Contractor's 
Agreement, agree as follows: 
 
ARTICLE  1.  SCOPE  OF  WORK.  The Work to be performed shall be in accordance with the 
Contract Documents prepared by _______________________________________________ and entitled 
“______________________________________________________________.” 
 
The DFCM General Conditions (“General Conditions”) dated May 25, 2005 on file at the office of 
DFCM and available on the DFCM website, are hereby incorporated by reference as part of this 
Agreement and are included in the specifications for this Project.  All terms used in this Contractor's 
Agreement shall be as defined in the Contract Documents, and in particular, the General Conditions.   
 
The Contractor Agrees to furnish labor, materials and equipment to complete the Work as required in the 
Contract Documents which are hereby incorporated by reference.  It is understood and agreed by the 
parties hereto that all Work shall be performed as required in the Contract Documents and shall be 
subject to inspection and approval of DFCM or its authorized representative.  The relationship of the 
Contractor to the DFCM hereunder is that of an independent Contractor. 
 
ARTICLE  2.  CONTRACT  SUM.  The DFCM agrees to pay and the Contractor agrees to accept in 
full performance of this Contractor's Agreement, the sum of _________________________________ 
____________________________________________ DOLLARS AND NO CENTS ($________.00), 
which is the base bid, and which sum also includes the cost of a 100% Performance Bond and a 100% 
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Payment Bond as well as all insurance requirements of the Contractor.  Said bonds have already been 
posted by the Contractor pursuant to State law.  The required proof of insurance certificates have been 
delivered to DFCM in accordance with the General Conditions before the execution of this Contractor's 
Agreement. 
 
ARTICLE  3.  TIME  OF  COMPLETION  AND  DELAY  REMEDY.  The Work shall be 
Substantially Complete within _________________ (___) calendar days after the date of the Notice to 
Proceed.  Contractor agrees to pay liquidated damages in the amount of $______ per day for each day 
after expiration of the Contract Time until the Contractor achieves Substantial Completion in accordance 
with the Contract Documents, if Contractor's delay makes the damages applicable.  The provision for 
liquidated damages is: (a) to compensate the DFCM for delay only; (b) is provided for herein because 
actual damages can not be readily ascertained at the time of execution of this Contractor's Agreement; 
(c) is not a penalty; and (d) shall not prevent the DFCM from maintaining Claims for other non-delay 
damages, such as costs to complete or remedy defective Work. 
 
No action shall be maintained by the Contractor, including its or Subcontractor or suppliers at any tier, 
against the DFCM or State of Utah  for damages or other claims due to losses attributable to hindrances 
or delays from any cause whatsoever, including acts and omissions of the DFCM or its officers, 
employees or agents, except as expressly provided in the General Conditions.  The Contractor may 
receive a written extension of time, signed by the DFCM, in which to complete the Work under this 
Contractor's Agreement in accordance with the General Conditions. 
 
ARTICLE  4.  CONTRACT  DOCUMENTS.  The Contract Documents consist of this Contractor's 
Agreement, the Conditions of the Contract (DFCM General Conditions, Supplementary and other 
Conditions), the Drawings, Specifications, Addenda and Modifications.  The Contract Documents shall 
also include the bidding documents, including the Notice to Contractors, Instructions to Bidders/ 
Proposers and the Bid/Proposal, to the extent not in conflict therewith and other documents and oral 
presentations that are documented as an attachment to the contract. 
 
All such documents are hereby incorporated by reference herein.  Any reference in this Contractor's 
Agreement to certain provisions of the Contract Documents shall in no way be construed as to lessen the 
importance or applicability of any other provisions of the Contract Documents. 
 
ARTICLE  5.  PAYMENT.  The DFCM agrees to pay the Contractor from time to time as the Work 
progresses, but not more than once each month after the date of Notice to Proceed, and only upon 
Certificate of the A/E for Work performed during the preceding calendar month, ninety-five percent 
(95%) of the value of the labor performed and ninety-five percent (95%) of the value of materials 
furnished in place or on the site.  The Contractor agrees to furnish to the DFCM invoices for materials 
purchased and on the site but not installed, for which the Contractor requests payment and agrees to  
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safeguard and protect such equipment or materials and is responsible for safekeeping thereof and if such 
be stolen, lost or destroyed, to replace same. 
 
Such evidence of labor performed and materials furnished as the DFCM may reasonably require shall be 
supplied by the Contractor at the time of request for Certificate of Payment on account.  Materials for 
which payment has been made cannot be removed from the job site without DFCM's written approval.  
Five percent (5%) of the earned amount shall be retained from each monthly payment.  The retainage, 
including any additional retainage imposed and the release of any retainage, shall be in accordance with 
UCA 13-8-5 as amended.  Contractor shall also comply with the requirements of UCA 13-8-5, including 
restrictions of retainage regarding subcontractors and the distribution of interest earned on the retention 
proceeds.  The DFCM shall not be responsible for enforcing the Contractor’s obligations under State law 
in fulfilling the retention law requirements with subcontractors at any tier. 
 
ARTICLE  6.  INDEBTEDNESS.  Before final payment is made, the Contractor must submit evidence 
satisfactory to the DFCM that all payrolls, materials bills, subcontracts at any tier and outstanding 
indebtedness in connection with the Work have been properly paid.  Final Payment will be made after 
receipt of said evidence, final acceptance of the Work by the DFCM as well as compliance with the 
applicable provisions of the General Conditions. 
 
Contractor shall respond immediately to any inquiry in writing by DFCM as to any concern of financial 
responsibility and DFCM reserves the right to request any waivers, releases or bonds from Contractor in 
regard to any rights of Subcontractors (including suppliers) at any tier or any third parties prior to any 
payment by DFCM to Contractor. 
 
ARTICLE  7.  ADDITIONAL  WORK.  It is understood and agreed by the parties hereto that no 
money will be paid to the Contractor for additional labor or materials furnished unless a new contract in 
writing or a Modification hereof in accordance with the General Conditions and the Contract Documents 
for such additional labor or materials has been executed.  The DFCM specifically reserves the right to 
modify or amend this Contractor's Agreement and the total sum due hereunder either by enlarging or 
restricting the scope of the Work. 
 
ARTICLE  8.  INSPECTIONS.  The Work shall be inspected for acceptance in accordance with the 
General Conditions. 
 
ARTICLE  9.  DISPUTES.  Any dispute, PRE or Claim between the parties shall be subject to the 
provisions of Article 7 of the General Conditions.  DFCM reserves all rights to pursue its rights and 
remedies as provided in the General Conditions.  
 
ARTICLE  10.  TERMINATION,  SUSPENSION  OR  ABANDONMENT.  This Contractor’s 
Agreement may be terminated, suspended or abandoned in accordance with the General Conditions. 
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ARTICLE  11.  DFCM'S  RIGHT  TO  WITHHOLD  CERTAIN  AMOUNT  AND  MAKE  USE 
THEREOF.  The DFCM may withhold from payment to the Contractor such amount as, in DFCM's 
judgment, may be necessary to pay just claims against the Contractor or Subcontractor at any tier for 
labor and services rendered and materials furnished in and about the Work.  The DFCM may apply such 
withheld amounts for the payment of such claims in DFCM's discretion.  In so doing, the DFCM shall be 
deemed the agent of Contractor and payment so made by the DFCM shall be considered as payment 
made under this Contractor's Agreement by the DFCM to the Contractor.  DFCM shall not be liable to 
the Contractor for any such payment made in good faith.  Such withholdings and payments may be made 
without prior approval of the Contractor and may be also be prior to any determination as a result of any 
dispute, PRE, Claim or litigation. 
 
ARTICLE  12.  INDEMNIFICATION.  The Contractor shall comply with the indemnification 
provisions of the General Conditions.  
 
ARTICLE  13.   SUCCESSORS AND ASSIGNMENT  OF  CONTRACT.  The DFCM and 
Contractor, respectively bind themselves, their partners, successors, assigns and legal representatives to 
the other party to this Agreement, and to partners, successors, assigns and legal representatives of such 
other party with respect to all covenants, provisions, rights and responsibilities of this Contractor’s 
Agreement.   The Contractor shall not assign this Contractor’s Agreement without the prior written 
consent of the DFCM, nor shall the Contractor assign any moneys due or to become due as well as any 
rights under this Contractor’s Agreement, without prior written consent of the DFCM. 
 
ARTICLE  14.  RELATIONSHIP  OF  THE  PARTIES.  The Contractor accepts the relationship of 
trust and confidence established by this Contractor's Agreement and covenants with the DFCM to 
cooperate with the DFCM and A/E and use the Contractor's best skill, efforts and judgment in furthering 
the interest of the DFCM; to furnish efficient business administration and supervision; to make best 
efforts to furnish at all times an adequate supply of workers and materials; and to perform the Work in 
the best and most expeditious and economic manner consistent with the interests of the DFCM.  
 
ARTICLE  15.  AUTHORITY  TO  EXECUTE  AND  PERFORM  AGREEMENT.   Contractor 
and DFCM each represent that the execution of this Contractor's Agreement and the performance 
thereunder is within their respective duly authorized powers. 
 
ARTICLE  16.  ATTORNEY  FEES  AND  COSTS.  Except as otherwise provided in the dispute 
resolution provisions of the General Conditions, the prevailing party shall be entitled to reasonable 
attorney fees and costs incurred in any action in the District Court and/or appellate body to enforce this 
Contractor's Agreement or recover damages or any other action as a result of a breach thereof. 
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IN WITNESS WHEREOF, the parties hereto have executed this Contractor's Agreement on the day 
and year stated hereinabove. 
 
 
       CONTRACTOR:                              
 
              
       Signature                                 Date 
 
       Title:         
State of       _____________) 
             )                                                   
County of    _____________)    Please type/print name clearly 
 
On this ____ day of _________, 20____, personally appeared before me, __________________, 
whose identity is personally known to me (or proved to me on the basis of satisfactory evidence) and 
who by me duly sworn (or affirmed), did say that he (she) is the ________________ (title or office) of 
the firm and that said document was signed by him (her) in behalf of said firm. 
 
       _____________________________ 
       Notary Public 
(SEAL) 
       My Commission Expires _________ 
 
 
 
 
APPROVED AS TO AVAILABILITY  DIVISION OF FACILITIES 
OF FUNDS:      CONSTRUCTION AND MANAGEMENT 
 
               
Financial Manager,                      Date  ________________        Date 
Division of Facilities Construction    Manager - 
and Management     Capital ___________  
 
 
 
 
APPROVED AS TO FORM:    APPROVED FOR EXPENDITURE: 
ATTORNEY GENERAL    
May 25, 2005             
By: Alan S. Bachman     Division of Finance                                Date 
 Asst Attorney General 
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PERFORMANCE  BOND 
 (Title 63, Chapter 56, U. C. A. 1953, as Amended) 
 

That                                                                                                                                                           hereinafter referred to as the "Principal" and 
                                                                                                                               , a corporation organized and existing under the laws of the State of  
 , with its principal office in the City of                                      and authorized to transact business in this State and U. S. Department of the Treasury 
Listed (Circular 570, Companies Holding Certificates of Authority as Acceptable Securities on  Federal Bonds and as Acceptable Reinsuring Companies); 
hereinafter referred to as the "Surety," are held and firmly bound unto the State of Utah, hereinafter referred to as the "Obligee, " in the amount of    
                                                                            DOLLARS ($                                        ) for the payment whereof, the 
said Principal and Surety bind themselves and their heirs, administrators, executors, successors and assigns, jointly and severally, firmly by these presents. 
 

WHEREAS, the Principal has entered into a certain written Contract  with the Obligee, dated the                   day of                                 , 20         , to 
construct                                                                                                                                                                                                                          
in the County of                                  , State of Utah, Project No.                                    , for the approximate sum of                                
                                                                                                                                                           Dollars ($                                             ), which 
Contract is hereby incorporated by reference herein. 
 

NOW, THEREFORE, the condition of this obligation is such that if the said Principal shall faithfully perform the Contract in accordance with the  
Contract Documents including, but not limited to, the Plans, Specifications and conditions   thereof, the one year performance warranty, and the terms of the  
Contract as said Contract may be subject to Modifications or changes, then this obligation shall be void; otherwise it shall remain in full force and effect.  
 

No right of action shall accrue on this bond to or for the use of any person or corporation other than the state named herein or the heirs, executors, 
administrators or successors of the Owner. 
 

The parties agree that the dispute provisions provided in the Contract Documents apply and shall constitute the sole dispute procedures of the parties. 
 

PROVIDED,  HOWEVER, that this Bond is executed pursuant to the Provisions of Title 63, Chapter 56, Utah Code Annotated, 1953, as amended, 
and all liabilities on this Bond shall be determined in accordance with said provisions to the same extent as if it were copied at length herein. 
 

IN WITNESS WHEREOF, the said Principal and Surety have signed and sealed this instrument this             day of                               ,  20           . 
 
WITNESS OR ATTESTATION: PRINCIPAL: 
 
                                                                                                                                                                                                                   
 

By:                                                                                                       
             (Seal) 

Title:                                                                                                    
 
 
WITNESS OR ATTESTATION:     SURETY: 
 
                                                                                                                                                                                                                  
 

By:                                                                                                    
       Attorney-in-Fact                                                                   (Seal) 

STATE OF                                       ) 
                                                         )   ss. 
COUNTY OF                                   ) 
 
On this               day of                                      ,  20       , personally appeared before me                                                                                                   , whose 
identity is personally known to me or proved to me on the basis of satisfactory evidence, and who, being by me duly sworn, did say that he/she is the Attorney 
in-fact of the above-named Surety Company and  that  he/she is duly authorized to execute the same and has complied in all respects with the laws of Utah  in 
reference to becoming sole surety upon bonds, undertakings and obligations, and that he/she acknowledged to me that as Attorney-in-fact executed the same. 
 
Subscribed and sworn to before me this                   day of                                                  , 20             . 
 
My commission expires:                                                         
Resides at:                                                                               ________       

NOTARY PUBLIC 
 
 
 

Approved As To Form:  May 25, 2005 
By Alan S. Bachman,  Asst Attorney General 
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PAYMENT  BOND 
 (Title 63, Chapter 56, U. C. A. l953, as Amended) 
 
KNOW ALL PERSONS BY THESE PRESENTS: 
 

That                                                                                                                      hereinafter referred to as the "Principal," and                
                                                 , a corporation organized and existing under the laws of the State  of      authorized to do business in this State 
and U. S. Department of the Treasury Listed (Circular 570, Companies Holding Certificates of Authority as Acceptable Securities on Federal Bonds and as 
Acceptable Reinsuring Companies); with its principal office in the City of   ,  hereinafter referred to as the "Surety," are held and firmly bound unto 
the State of Utah hereinafter referred to as the "Obligee," in the amount of            
Dollars ($                                        ) for the payment whereof, the said Principal and Surety bind themselves and their heirs, administrators, executors, successors 
and assigns, jointly and severally, firmly by these presents. 
 

WHEREAS, the Principal has entered into a certain written Contract with the Obligee, dated the                day of                                     , 20         ,  
to construct                
in the County of                                   , State of Utah, Project No.                                    for the approximate sum of             
                                                                                   Dollars ($                 ), which contract is hereby 
incorporated by reference herein. 
 

NOW, THEREFORE, the condition of this obligation is such that if the said Principal shall pay all claimants supplying labor or materials to Principal  
or Principal's Subcontractors in compliance with the provisions of Title 63, Chapter 56, of Utah Code Annotated, l953, as amended, and in the prosecution of the 
Work provided for in said Contract, then, this obligation shall be void; otherwise it shall remain in full force and effect.  
 

That said Surety to this Bond, for value received, hereby stipulates and agrees that no changes, extensions of time, alterations or additions to the terms  
of the Contract or to the Work to be performed thereunder, or the specifications or drawings accompanying same shall in any way affect its obligation on this Bond,  
and does hereby waive notice of any such changes, extensions of time, alterations or additions to the terms of the Contract or to the Work or to the specifications  
or drawings and agrees that they shall become part of the Contract Documents. 
 

PROVIDED, HOWEVER, that this Bond is executed pursuant to the provisions of Title 63, Chapter 56, Utah Code Annotated, 1953, as amended, and  
all liabilities on this Bond shall be determined in accordance with said provisions to the same extent as if it were copied at length herein. 
 

IN WITNESS WHEREOF, the said Principal and Surety have signed and sealed this instrument this               day of                              , 20         . 
 
WITNESS OR ATTESTATION:     PRINCIPAL: 
 
                                                                                                                                                                                                            
 

By:                                                                                                     
                                                                                 (Seal) 

Title:                                                                                                    
 
WITNESS OR ATTESTATION:     SURETY: 
 
                                                                                                                                                                                                             
 

By:                                                                                                       
STATE OF                                      )            Attorney-in-Fact                                                                (Seal) 
                                                        )  ss.  
COUNTY OF                                 ) 
 

On this                day of                                                , 20          ,  personally appeared before me             
                                                                                                                                        , whose identity is personally known to me or proved  to  me on  the basis of 
satisfactory evidence, and who, being by me duly sworn, did say that he/she is the Attorney-in-fact of the above-named Surety Company, and that he/she is duly 
authorized to execute the same and has complied in all respects with the laws of Utah in reference to becoming sole surety upon bonds, undertakings and 
obligations, and that he/she acknowledged to me that as Attorney-in-fact executed the same. 
 
Subscribed and sworn to before me this               day of                                                             ,  20            . 
 
My commission expires:                                                  
Resides at:                                                                                                                                                                         

   NOTARY PUBLIC 
 
 

Approved As To Form:  May 25, 2005 
By Alan S. Bachman,  Asst Attorney General 
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CHANGE ORDER #   
_____________________________________________________________________________________________ 
CONTRACTOR:     AGENCY OR INSTITUTION:  
       PROJECT NAME:   
       PROJECT NUMBER:   
       CONTRACT NUMBER:   
ARCHITECT:      DATE:     
 

 
               AMOUNT 

 
                DAYS 

 
CONSTRUCTION 
CHANGE 
DIRECTIVE NO. 

 
PROPOSAL 
REQUEST 
NO.  

 
 INCREASE 

 
 DECREASE 

 
INCREASE 

 
DECREASE 

 
 

     

  
 

  
 

 
 

 
 

  
 

  
 

 
 

 
 

  
 

  
 

 
 

 
 

  
 

  
 

 
 

 
 

 
 

 
 

  
 

 
 

 
 

 
 

 
 

  
 

 
 

 
 

 
 

 
 

   

                               Amount                Days                 Date 
 
ORIGINAL CONTRACT 

   

 
TOTAL PREVIOUS CHANGE ORDERS  

   
 

 
TOTAL THIS CHANGE ORDER  

   
 

 
ADJUSTED CONTRACT 

   

 
DFCM and Contractor agree that the terms, contract sum, scope of the Work and time specified in this Change Order 
shall constitute the full accord and satisfaction, and complete adjustment to the Contract and includes all direct and 
indirect costs and effects related to, incidental to, and/or reasonably implied from such change in the contract terms, 
sum, scope of the Work and time. 
 
Contractor:                                                                                                                                           

 Date 
Architect/Engineer:                                                                                                                    

 Date 
Agency or Institution:                                                                                                                           

 Date 
DFCM:                                                                                                                                   

 Date 
Funding Verification:                                                                                                                            
                                                                                                            Date 

Page _____ of _____page(s) 
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CERTIFICATE  OF  SUBSTANTIAL  COMPLETION 
 
 
PROJECT                                                                                                       PROJECT NO: ___________________________ 
 
AGENCY/INSTITUTION ______________________________________________________________________________  
 
AREA ACCEPTED                
 
The Work performed under the subject Contract has been reviewed on this date and found to be Substantially Completed as 
defined in the General Conditions; including that the construction is sufficiently completed in accordance with the Contract 
Documents, as modified by any change orders agreed to by the parties, so that the State of Utah can occupy the Project or specified 
area of the Project for the use for which it is intended. 
 
The DFCM - (Owner) accepts the Project or specified area of the Project as Substantially Complete and will assume full 
possession of the Project or specified area of the Project at                      (time) on                                          (date). 
 
The DFCM accepts the Project for occupancy and agrees to assume full responsibility for maintenance and operation, including 
utilities and insurance, of the Project subject to the  itemized responsibilities and/or exceptions noted below: 
                
 
                
 
The Owner acknowledges receipt of the following closeout and transition materials: 
� Record Drawings     � O & M Manuals � Warranty Documents � Completion of Training         

Requirements 
 
A list of items to be completed or corrected (Punch List) is attached hereto.  The failure to include an item on it does not alter the 
responsibility of the Contractor to complete all the Work in accordance with the Contract Documents, including authorized 
changes thereof.  The amount of_____________. (Twice the value of the punch list work) shall be retained to assure the 
completion of the punch list work.                                                     
 
The Contractor shall complete or correct the Work on the list of (Punch List) items appended hereto within                    _
 calendar days from the above date of issuance of this Certificate.   If the list of items is not completed within the time allotted 
the Owner has the right to be compensated for the delays and/or complete the work with the help of independent contractor at the 
expense of the retained project funds.  If the retained project funds are insufficient to cover the delay/completion damages, the 
Owner shall be promptly reimbursed for the balance of the funds needed to compensate the Owner. 
 
       by:         
CONTRACTOR (include name of firm)                               (Signature)                                                           DATE 
                                                                                
       by:         
A/E  (include name of firm)                                                  (Signature)                                                           DATE 
                                                                                                                                                                                                                           
       by:         
USING INSTITUTION OR AGENCY                                (Signature)                                                           DATE 
 
       by:         
DFCM  (Owner)                                                                   (Signature)                                                            DATE 
 
4110 State Office Building, Salt Lake City, Utah  84114  cc:     Parties Noted 
telephone 801-538-3018 • facsimile 801-538-3267 • http://dfcm.utah.gov          DFCM, Director 

STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES 
 

Division of Facilities Construction and Management DFCM
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SLCC JORDAN CAMPUS MEDIUM TEMPERATURE  
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SECTION 01100 - SUMMARY 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 
1. Work covered by the Contract Documents. 
2. Type of the Contract. 
3. Work Phases 
4. Use of premises. 
5. Owner's occupancy requirements. 
6. Work restrictions. 
7. Specification formats and conventions. 

B. Related Sections include the following: 
1. Division 1 Section "Summary of Multiple Contracts" for division of responsibilities for 

the Work. 
2. Division 1 Section "Temporary Facilities and Controls" for limitations and procedures 

governing temporary use of Owner's facilities. 

1.3 WORK COVERED BY CONTRACT DOCUMENTS 

A. Project Identification:  SLCC Jordon Campus Medium Temperature Heating Hot Water Repair. 
1. Project Location:  90 South 3400 West 

B. Owner: DFCM 

C. Architect:  Spectrum Engineers 

D. The Work consists of the following on the heating hot water systems as indicated on the 
drawings: 
1. Replace the grooved mechanical fittings with steel fittings with welded joints. Replace 

the grooved mechanical straight couplings with welded fittings. 
2. Replace butterfly valves with high performance butterfly valves. 
3. At the pumps replace the fixed pipe spools with flexible connectors. 
4. Repair the pipe insulation and jacketing. 
5. Drain and flush the system. 

Refill with treated water.  
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1.4 USE OF PREMISES 

A. Retain one of two paragraphs below.  Retain first paragraph if Project is on a vacant site or in an 
unoccupied building being renovated and there are no Owner-occupancy requirements.  Retain 
second if Owner will occupy portions of an existing site or building.  Revise to suit Project. 

B. Use of Site:  Limit use of premises. 
1. Limits:  Confine constructions operations to Distribution Center area. 
2. Owner Occupancy:  Allow for Owner occupancy of Project site and use by the public. 
3. Driveways and Entrances:  Keep driveways parking garage, loading area, and entrances 

serving premises clear and available to Owner, Owner's employees, and emergency 
vehicles at all times.  Do not use these areas for parking or storage of materials. 
a. Schedule deliveries to minimize use of driveways and entrances. 
b. Schedule deliveries to minimize space and time requirements for storage of 

materials and equipment on-site. 

C. Use of Existing Building:  Maintain existing building in a weathertight condition throughout 
construction period.  Repair damage caused by construction operations.  Protect building and its 
occupants during construction period. 

1.5 OWNER'S OCCUPANCY REQUIREMENTS 

A. Full Owner Occupancy:  Owner will occupy site and buildings during entire construction 
period.  Cooperate with Owner during construction operations to minimize conflicts and 
facilitate Owner usage.  Perform the Work so as not to interfere with Owner's day-to-day 
operations.  Maintain existing exits, unless otherwise indicated. 
1. Maintain access to existing walkways, corridors, and other adjacent occupied or used 

facilities.  Do not close or obstruct walkways, corridors, or other occupied or used 
facilities without written permission from Owner and authorities having jurisdiction. 

2. Provide not less than 72 hours' notice to Owner of activities that will affect Owner's 
operations. 

1.6 WORK RESTRICTIONS 

A. On-Site Work Hours:  Work shall be generally performed inside the existing building during 
normal business working hours of 6:00 a.m. to 5:00 p.m., Monday through Friday, except 
otherwise indicated. 
1. Weekend Hours:  6:00 a.m. to 5:00 p.m. 

B. Existing Utility Interruptions:  Do not interrupt utilities serving facilities occupied by Owner or 
others unless permitted under the following conditions and then only after arranging to provide 
temporary utility services according to requirements indicated: 
1. Notify Construction Manager not less than two days in advance of proposed utility 

interruptions. 
2. Do not proceed with utility interruptions without Construction Manager's written 

permission. 
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1.7 SPECIFICATION FORMATS AND CONVENTIONS 

A. Specification Format:  The Specifications are organized into Divisions and Sections using the 
16-division format and CSI/CSC's "MasterFormat" numbering system. 
1. Section Identification:  The Specifications use Section numbers and titles to help cross-

referencing in the Contract Documents.  Sections in the Project Manual are in numeric 
sequence; however, the sequence is incomplete because all available Section numbers are 
not used.  Consult the table of contents at the beginning of the Project Manual to 
determine numbers and names of Sections in the Contract Documents. 

2. Division 1:  Sections in Division 1 govern the execution of the Work of all Sections in 
the Specifications. 

B. Specification Content:  The Specifications use certain conventions for the style of language and 
the intended meaning of certain terms, words, and phrases when used in particular situations.  
These conventions are as follows: 
1. Abbreviated Language:  Language used in the Specifications and other Contract 

Documents is abbreviated.  Words and meanings shall be interpreted as appropriate.  
Words implied, but not stated, shall be inferred as the sense requires.  Singular words 
shall be interpreted as plural, and plural words shall be interpreted as singular where 
applicable as the context of the Contract Documents indicates. 

2. Imperative mood and streamlined language are generally used in the Specifications.  
Requirements expressed in the imperative mood are to be performed by Contractor.  
Occasionally, the indicative or subjunctive mood may be used in the Section Text for 
clarity to describe responsibilities that must be fulfilled indirectly by Contractor or by 
others when so noted. 
a. The words "shall," "shall be," or "shall comply with," depending on the context, 

are implied where a colon (:) is used within a sentence or phrase. 

1.8 MISCELLANEOUS PROVISIONS 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 01100 
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SECTION 01330 - SUBMITTAL PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes administrative and procedural requirements for submitting Shop 
Drawings, Product Data, Samples, and other submittals. 

B. Related Sections include the following: 
1. Division 1 Section "Quality Requirements" for submitting test and inspection reports. 
2. Division 1 Section "Closeout Procedures" for submitting warranties. 
3. Division 15 Sections for specific requirements for submittals in those Sections. 

1.3 DEFINITIONS 

A. Action Submittals:  Written and graphic information that requires Architect's responsive action. 

B. Informational Submittals:  Written information that does not require Architect's responsive 
action.  Submittals may be rejected for not complying with requirements. 

1.4 SUBMITTAL PROCEDURES 

A. General:  Electronic copies of CAD Drawings of the Contract Drawings will be provided by 
Architect for Contractor's use in preparing submittals. 

B. Coordination:  Coordinate preparation and processing of submittals with performance of 
construction activities. 
1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other 

submittals, and related activities that require sequential activity. 
2. Coordinate transmittal of different types of submittals for related parts of the Work so 

processing will not be delayed because of need to review submittals concurrently for 
coordination. 
a. Architect reserves the right to withhold action on a submittal requiring 

coordination with other submittals until related submittals are received. 

C. Processing Time:  Allow enough time for submittal review, including time for resubmittals, as 
follows.  Time for review shall commence on Architect's receipt of submittal.  No extension of 
the Contract Time will be authorized because of failure to transmit submittals enough in 
advance of the Work to permit processing, including resubmittals. 
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1. Initial Review:  Allow 15 days for initial review of each submittal.  Allow additional time 
if coordination with subsequent submittals is required.  Architect will advise Contractor 
when a submittal being processed must be delayed for coordination. 

2. Intermediate Review:  If intermediate submittal is necessary, process it in same manner 
as initial submittal. 

3. Resubmittal Review:  Allow 15 days for review of each resubmittal. 

D. Identification:  Place a permanent label or title block on each submittal for identification. 
1. Indicate name of firm or entity that prepared each submittal on label or title block. 
2. Provide a space approximately 6 by 8 inches on label or beside title block to record 

Contractor's review and approval markings and action taken by Architect. 
3. Include the following information on label for processing and recording action taken: 

a. Project name. 
b. Date. 
c. Name and address of Architect. 
d. Name and address of Contractor. 
e. Name and address of subcontractor. 
f. Name and address of supplier. 
g. Name of manufacturer. 
h. Submittal number or other unique identifier, including revision identifier. 

1) Submittal number shall use Specification Section number followed by a 
decimal point and then a sequential number (e.g., 06100.01).  Resubmittals 
shall include an alphabetic suffix after another decimal point (e.g., 
06100.01.A). 

i. Number and title of appropriate Specification Section. 
j. Drawing number and detail references, as appropriate. 
k. Location(s) where product is to be installed, as appropriate. 
l. Other necessary identification. 

E. Deviations:  Highlight, encircle, or otherwise specifically identify deviations from the Contract 
Documents on submittals. 

F. Additional Copies:  Unless additional copies are required for final submittal, and unless 
Architect observes noncompliance with provisions in the Contract Documents, initial submittal 
may serve as final submittal. 
1. Submit one copy of submittal to concurrent reviewer in addition to specified number of 

copies to Architect. 
2. Additional copies submitted for maintenance manuals will not be marked with action 

taken and will be returned. 

G. Transmittal:  Package each submittal individually and appropriately for transmittal and 
handling.  Transmit each submittal using a transmittal form.  Architect  will return submittals, 
without review received from sources other than Contractor. 
1. Transmittal Form:  Use AIA Document G810 or CSI Form 12.1A facsimile of sample 

form at end of Section. 
2. Transmittal Form:  Provide locations on form for the following information: 

a. Project name. 
b. Date. 
c. Destination (To:). 
d. Source (From:). 
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e. Names of subcontractor, manufacturer, and supplier. 
f. Category and type of submittal. 
g. Submittal purpose and description. 
h. Specification Section number and title. 
i. Drawing number and detail references, as appropriate. 
j. Transmittal number. 
k. Submittal and transmittal distribution record. 
l. Remarks. 
m. Signature of transmitter. 

3. On an attached separate sheet, prepared on Contractor's letterhead, record relevant 
information, requests for data, revisions other than those requested by Architect on 
previous submittals, and deviations from requirements in the Contract Documents, 
including minor variations and limitations.  Include same label information as related 
submittal. 

H. Resubmittals:  Make resubmittals in same form and number of copies as initial submittal. 
1. Note date and content of previous submittal. 
2. Note date and content of revision in label or title block and clearly indicate extent of 

revision. 
3. Resubmit submittals until they are reviewed. 

I. Distribution:  Furnish copies of final submittals to manufacturers, subcontractors, suppliers, 
fabricators, installers, authorities having jurisdiction, and others as necessary for performance of 
construction activities.  Show distribution on transmittal forms. 

J. Use for Construction:  Use only final submittals with mark indicating "Reviewed" taken by 
Architect and Construction Manager. 

1.5 CONTRACTOR'S USE OF ARCHITECT'S CAD FILES 

A. General:  At Contractor's written request, copies of Architect's CAD files will be provided to 
Contractor for Contractor's use in connection with Project. 

PART 2 - DUCTS 

2.1 ACTION SUBMITTALS 

A. General:  Prepare and submit Action Submittals required by individual Specification Sections. 

1. Submit electronic submittals directly to extranet specifically established for Project. 

B. Product Data:  Collect information into a single submittal for each element of construction and 
type of product or equipment. 

1. If information must be specially prepared for submittal because standard printed data are 
not suitable for use, submit as Shop Drawings, not as Product Data. 
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2. Mark each copy of each submittal to show which products and options are applicable. 
3. Include the following information, as applicable:  

a. Manufacturer's written recommendations. 
b. Manufacturer's product specifications. 
c. Manufacturer's installation instructions. 
d. Standard color charts. 
e. Manufacturer's catalog cuts. 
f. Operational range diagrams. 
g. Standard product operation and maintenance manuals. 
h. Compliance with specified referenced standards. 
i. Testing by recognized testing agency. 
j. Application of testing agency labels and seals. 
k. Notation of coordination requirements. 

4. Submit Product Data before or concurrent with Samples. 
5. Number of Copies:  Submit four copies of Product Data, unless otherwise indicated.  

Architect will return two copies.  Mark up and retain one returned copy as a Project 
Record Document. 

C. Subcontract List:  Prepare a written summary identifying individuals or firms proposed for each 
portion of the Work, including those who are to furnish products or equipment fabricated to a 
special design. Include the following information in tabular form: 
1. Name, address, and telephone number of entity performing subcontract or supplying 

products. 
2. Number and title of related Specification Section(s) covered by subcontract. 
3. Drawing number and detail references, as appropriate, covered by subcontract. 
4. Number of Copies:  Submit three copies of subcontractor list, unless otherwise indicated.  

Architect will return two copies. 
a. Mark up and retain one returned copy as a Project Record Document. 

2.2 INFORMATIONAL SUBMITTALS 

A. General:  Prepare and submit Informational Submittals required by other Specification Sections. 
1. Number of Copies:  Submit four copies of each submittal, unless otherwise indicated.  

Architect will not return copies. 
2. Certificates and Certifications:  Provide a notarized statement that includes signature of 

entity responsible for preparing certification.  Certificates and certifications shall be 
signed by an officer or other individual authorized to sign documents on behalf of that 
entity. 

3. Test and Inspection Reports:  Comply with requirements specified in Division 1 Section 
"Quality Requirements." 

B. Qualification Data:  Prepare written information that demonstrates capabilities and experience 
of firm or person.  Include lists of completed projects with project names and addresses, names 
and addresses of architects and owners, and other information specified. 

C. Welding Certificates:  Prepare written certification that welding procedures and personnel 
comply with requirements in the Contract Documents.  Submit record of Welding Procedure 
Specification (WPS) and Procedure Qualification Record (PQR) on AWS forms.  Include 
names of firms and personnel certified. 
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D. Installer Certificates:  Prepare written statements on manufacturer's letterhead certifying that 
Installer complies with requirements in the Contract Documents and, where required, is 
authorized by manufacturer for this specific Project. 

E. Product Certificates:  Prepare written statements on manufacturer's letterhead certifying that 
product complies with requirements in the Contract Documents. 

F. Material Certificates:  Prepare written statements on manufacturer's letterhead certifying that 
material complies with requirements in the Contract Documents. 

G. Material Test Reports:  Prepare reports written by a qualified testing agency, on testing agency's 
standard form, indicating and interpreting test results of material for compliance with 
requirements in the Contract Documents. 

H. Product Test Reports:  Prepare written reports indicating current product produced by 
manufacturer complies with requirements in the Contract Documents.  Base reports on 
evaluation of tests performed by manufacturer and witnessed by a qualified testing agency, or 
on comprehensive tests performed by a qualified testing agency. 

I. Schedule of Tests and Inspections:  Comply with requirements specified in Division 1 Section 
"Quality Requirements." 

J. Preconstruction Test Reports:  Prepare reports written by a qualified testing agency, on testing 
agency's standard form, indicating and interpreting results of tests performed before installation 
of product, for compliance with performance requirements in the Contract Documents. 

K. Field Test Reports:  Prepare reports written by a qualified testing agency, on testing agency's 
standard form, indicating and interpreting results of field tests performed either during 
installation of product or after product is installed in its final location, for compliance with 
requirements in the Contract Documents. 

L. Maintenance Data:  Prepare written and graphic instructions and procedures for operation and 
normal maintenance of products and equipment.  Comply with requirements specified in 
Division 1 Section "Operation and Maintenance Data." 

M. Insurance Certificates and Bonds:  Prepare written information indicating current status of 
insurance or bonding coverage.  Include name of entity covered by insurance or bond, limits of 
coverage, amounts of deductibles, if any, and term of the coverage. 

PART 3 - EXECUTION 

3.1 CONTRACTOR'S REVIEW 

A. Review each submittal and check for coordination with other Work of the Contract and for 
compliance with the Contract Documents.  Note corrections and field dimensions.  Mark with 
approval stamp before submitting to Architect. 
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B. Approval Stamp:  Stamp each submittal with a uniform, approval stamp.  Include Project name 
and location, submittal number, Specification Section title and number, name of reviewer, date 
of Contractor's approval, and statement certifying that submittal has been reviewed, checked, 
and approved for compliance with the Contract Documents. 

3.2 ARCHITECT'S / ACTION 

A. General:  Architect will not review submittals that do not bear Contractor's approval stamp and 
will return them without action. 

B. Action Submittals:  Architect will review each submittal, make marks to indicate corrections or 
modifications required, and return it.  Architect will stamp each submittal with an action stamp 
and will mark stamp appropriately to indicate action taken. 

C. Informational Submittals:  Architect will review each submittal and will not return it, or will 
return it if it does not comply with requirements.  Architect will forward each submittal to 
appropriate party. 

D. Partial submittals are not acceptable, will be considered nonresponsive, and will be returned 
without review. 

E. Submittals not required by the Contract Documents may not be reviewed and may be discarded. 

END OF SECTION 01330 
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SECTION 01400 - QUALITY REQUIREMENTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes administrative and procedural requirements for quality assurance and 
quality control. 

B. Testing and inspecting services are required to verify compliance with requirements specified or 
indicated.  These services do not relieve Contractor of responsibility for compliance with the 
Contract Document requirements. 
1. Specific quality-assurance and -control requirements for individual construction activities 

are specified in the Sections that specify those activities.  Requirements in those Sections 
may also cover production of standard products. 

2. Specified tests, inspections, and related actions do not limit Contractor's other quality-
assurance and -control procedures that facilitate compliance with the Contract Document 
requirements. 

3. Requirements for Contractor to provide quality-assurance and -control services required 
by Architect, Owner or authorities having jurisdiction are not limited by provisions of 
this Section. 

C. Related Sections include the following: 
1. Division 1 Section "Cutting and Patching" for repair and restoration of construction 

disturbed by testing and inspecting activities. 
2. Divisions 15 Sections for specific test and inspection requirements. 

1.3 DEFINITIONS 

A. Quality-Assurance Services:  Activities, actions, and procedures performed before and during 
execution of the Work to guard against defects and deficiencies and substantiate that proposed 
construction will comply with requirements. 

B. Quality-Control Services:  Tests, inspections, procedures, and related actions during and after 
execution of the Work to evaluate that actual products incorporated into the Work and 
completed construction comply with requirements.  Services do not include contract 
enforcement activities performed by Architect. 

C. Field Quality-Control Testing:  Tests and inspections that are performed on-site for installation 
of the Work and for completed Work. 
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D. Testing Agency:  An entity engaged to perform specific tests, inspections, or both.  Testing 
laboratory shall mean the same as testing agency. 

E. Installer/Applicator/Erector:  Contractor or another entity engaged by Contractor as an 
employee, Subcontractor, or Sub-subcontractor, to perform a particular construction operation, 
including installation, erection, application, and similar operations. 
1. Using a term such as "carpentry" does not imply that certain construction activities must 

be performed by accredited or unionized individuals of a corresponding generic name, 
such as "carpenter."  It also does not imply that requirements specified apply exclusively 
to tradespeople of the corresponding generic name. 

F. Experienced:  When used with an entity, "experienced" means having successfully completed a 
minimum of five previous projects similar in size and scope to this Project; being familiar with 
special requirements indicated; and having complied with requirements of authorities having 
jurisdiction. 

1.4 CONFLICTING REQUIREMENTS 

A. General:  If compliance with two or more standards is specified and the standards establish 
different or conflicting requirements for minimum quantities or quality levels, comply with the 
most stringent requirement.  Refer uncertainties and requirements that are different, but 
apparently equal, to Architect for a decision before proceeding. 

B. Minimum Quantity or Quality Levels:  The quantity or quality level shown or specified shall be 
the minimum provided or performed.  The actual installation may comply exactly with the 
minimum quantity or quality specified, or it may exceed the minimum within reasonable limits.  
To comply with these requirements, indicated numeric values are minimum or maximum, as 
appropriate, for the context of requirements.  Refer uncertainties to Architect for a decision 
before proceeding. 

1.5 SUBMITTALS 

A. Qualification Data:  For testing agencies specified in "Quality Assurance" Article to 
demonstrate their capabilities and experience.  Include proof of qualifications in the form of a 
recent report on the inspection of the testing agency by a recognized authority. 

B. Schedule of Tests and Inspections:  Prepare in tabular form and include the following: 
1. Specification Section number and title. 
2. Description of test and inspection. 
3. Identification of applicable standards. 
4. Identification of test and inspection methods. 
5. Number of tests and inspections required. 
6. Time schedule or time span for tests and inspections. 
7. Entity responsible for performing tests and inspections. 
8. Requirements for obtaining samples. 
9. Unique characteristics of each quality-control service. 
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C. Reports:  Prepare and submit certified written reports that include the following: 
1. Date of issue. 
2. Project title and number. 
3. Name, address, and telephone number of testing agency. 
4. Dates and locations of samples and tests or inspections. 
5. Names of individuals making tests and inspections. 
6. Description of the Work and test and inspection method. 
7. Identification of product and Specification Section. 
8. Complete test or inspection data. 
9. Test and inspection results and an interpretation of test results. 
10. Record of temperature and weather conditions at time of sample taking and testing and 

inspecting. 
11. Comments or professional opinion on whether tested or inspected Work complies with 

the Contract Document requirements. 
12. Name and signature of laboratory inspector. 
13. Recommendations on retesting and reinspecting. 

D. Permits, Licenses, and Certificates:  For Owner's records, submit copies of permits, licenses, 
certifications, inspection reports, releases, jurisdictional settlements, notices, receipts for fee 
payments, judgments, correspondence, records, and similar documents, established for 
compliance with standards and regulations bearing on performance of the Work. 

1.6 QUALITY ASSURANCE 

A. General:  Qualifications paragraphs in this Article establish the minimum qualification levels 
required; individual Specification Sections specify additional requirements. 

B. Installer Qualifications:  A firm or individual experienced in installing, erecting, or assembling 
work similar in material, design, and extent to that indicated for this Project, whose work has 
resulted in construction with a record of successful in-service performance. 

C. Manufacturer Qualifications:  A firm experienced in manufacturing products or systems similar 
to those indicated for this Project and with a record of successful in-service performance, as 
well as sufficient production capacity to produce required units. 

D. Fabricator Qualifications:  A firm experienced in producing products similar to those indicated 
for this Project and with a record of successful in-service performance, as well as sufficient 
production capacity to produce required units. 

E. Specialists:  Certain sections of the Specifications require that specific construction activities 
shall be performed by entities who are recognized experts in those operations.  Specialists shall 
satisfy qualification requirements indicated and shall be engaged for the activities indicated. 
1. Requirement for specialists shall not supersede building codes and regulations governing 

the Work. 

F. Testing Agency Qualifications:  An NRTL, an NVLAP, or an independent agency with the 
experience and capability to conduct testing and inspecting indicated, as documented according 
to ASTM E 548; and with additional qualifications specified in individual Sections; and where 
required by authorities having jurisdiction, that is acceptable to authorities. 
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1. NRTL:  A nationally recognized testing laboratory according to 29 CFR 1910.7. 
2. NVLAP:  A testing agency accredited according to NIST's National Voluntary 

Laboratory Accreditation Program. 
3. Testing Agency Responsibilities:  Submit a certified written report of each test, 

inspection, and similar quality-assurance service to Architect with copy to Contractor.  
Interpret tests and inspections and state in each report whether tested and inspected work 
complies with or deviates from the Contract Documents. 

1.7 QUALITY CONTROL 

A. Owner Responsibilities:  Where quality-control services are indicated as Owner's responsibility, 
Owner will engage a qualified testing agency to perform these services. 

1. Owner will furnish Contractor with names, addresses, and telephone numbers of testing 
agencies engaged and a description of types of testing and inspecting they are engaged to 
perform. 

2. Payment for these services will be made by the Owner. 
3. Costs for retesting and reinspecting construction that replaces or is necessitated by work 

that failed to comply with the Contract Documents will be charged to Contractor. 

B. Tests and inspections not explicitly assigned to Owner are Contractor's responsibility.  Unless 
otherwise indicated, provide quality-control services specified and those required by authorities 
having jurisdiction.  Perform quality-control services required of Contractor by authorities 
having jurisdiction, whether specified or not. 
1. Where services are indicated as Contractor's responsibility, engage a qualified testing 

agency to perform these quality-control services. 
a. Contractor shall not employ same entity engaged by Owner, unless agreed to in 

writing by Owner. 
2. Notify testing agencies at least 24 hours in advance of time when Work that requires 

testing or inspecting will be performed. 
3. Where quality-control services are indicated as Contractor's responsibility, submit a 

certified written report, in duplicate, of each quality-control service. 
4. Testing and inspecting requested by Contractor and not required by the Contract 

Documents are Contractor's responsibility. 
5. Submit additional copies of each written report directly to authorities having jurisdiction, 

when they so direct. 

C. Retesting/Reinspecting:  Regardless of whether original tests or inspections were Contractor's 
responsibility, provide quality-control services, including retesting and reinspecting, for 
construction that replaced Work that failed to comply with the Contract Documents. 

D. Testing Agency Responsibilities:  Cooperate with Architect and Contractor in performance of 
duties.  Provide qualified personnel to perform required tests and inspections. 
1. Notify Architect and Contractor promptly of irregularities or deficiencies observed in the 

Work during performance of its services. 
2. Determine the location from which test samples will be taken and in which in-situ tests 

are conducted. 
3. Conduct and interpret tests and inspections and state in each report whether tested and 

inspected work complies with or deviates from requirements. 
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4. Submit a certified written report, in duplicate, of each test, inspection, and similar 
quality-control service through Contractor. 

5. Do not release, revoke, alter, or increase the Contract Document requirements or approve 
or accept any portion of the Work. 

6. Do not perform any duties of Contractor. 

E. Associated Services:  Cooperate with agencies performing required tests, inspections, and 
similar quality-control services, and provide reasonable auxiliary services as requested.  Notify 
agency sufficiently in advance of operations to permit assignment of personnel.  Provide the 
following: 
1. Access to the Work. 
2. Incidental labor and facilities necessary to facilitate tests and inspections. 
3. Adequate quantities of representative samples of materials that require testing and 

inspecting.  Assist agency in obtaining samples. 
4. Facilities for storage and field curing of test samples. 
5. Delivery of samples to testing agencies. 
6. Preliminary design mix proposed for use for material mixes that require control by testing 

agency. 
7. Security and protection for samples and for testing and inspecting equipment at Project 

site. 

F. Coordination:  Coordinate sequence of activities to accommodate required quality-assurance 
and -control services with a minimum of delay and to avoid necessity of removing and 
replacing construction to accommodate testing and inspecting. 
1. Schedule times for tests, inspections, obtaining samples, and similar activities. 

G. Schedule of Tests and Inspections:  Prepare a schedule of tests, inspections, and similar quality-
control services required by the Contract Documents.  Submit schedule within 7 days of date 
established for commencement of the Work. 
1. Distribution:  Distribute schedule to Owner, Architect testing agencies, and each party 

involved in performance of portions of the Work where tests and inspections are required. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION 

3.1 ACCEPTABLE TESTING AGENCIES 

A. Coordinate with Architect and Owner. 

3.2 TEST AND INSPECTION LOG 

A. Prepare a record of tests and inspections.  Include the following: 
1. Date test or inspection was conducted. 
2. Description of the Work tested or inspected. 
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3. Date test or inspection results were transmitted to Architect. 
4. Identification of testing agency or special inspector conducting test or inspection. 

B. Maintain log at Project site.  Post changes and modifications as they occur.  Provide access to 
test and inspection log for Architect's reference during normal working hours. 

3.3 REPAIR AND PROTECTION 

A. General:  On completion of testing, inspecting, sample taking, and similar services, repair 
damaged construction and restore substrates and finishes. 
1. Provide materials and comply with installation requirements specified in other 

Specification Sections.  Restore patched areas and extend restoration into adjoining areas 
with durable seams that are as invisible as possible. 

2. Comply with the Contract Document requirements for Division 1 Section "Cutting and 
Patching." 

B. Protect construction exposed by or for quality-control service activities. 

C. Repair and protection are Contractor's responsibility, regardless of the assignment of 
responsibility for quality-control services. 

END OF SECTION 01400 



 
SLCC JORDAN CAMPUS MEDIUM TEMPERATURE  
HEATING HOT WATER REPAIR 
REFERENCES 01420 - 1 

SECTION 01420 - REFERENCES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 DEFINITIONS 

A. General:  Basic Contract definitions are included in the Conditions of the Contract. 

B. "Approved":  When used to convey Architect's action on Contractor's submittals, applications, 
and requests, "approved" is limited to Architect's duties and responsibilities as stated in the 
Conditions of the Contract. 

C. "Directed":  A command or instruction by Architect.  Other terms including "requested," 
"authorized," "selected," "required," and "permitted" have the same meaning as "directed." 

D. "Indicated":  Requirements expressed by graphic representations or in written form on 
Drawings, in Specifications, and in other Contract Documents.  Other terms including "shown," 
"noted," "scheduled," and "specified" have the same meaning as "indicated." 

E. "Regulations":  Laws, ordinances, statutes, and lawful orders issued by authorities having 
jurisdiction, and rules, conventions, and agreements within the construction industry that control 
performance of the Work. 

F. "Furnish":  Supply and deliver to Project site, ready for unloading, unpacking, assembly, 
installation, and similar operations. 

G. "Install":  Operations at Project site including unloading, temporarily storing, unpacking, 
assembling, erecting, placing, anchoring, applying, working to dimension, finishing, curing, 
protecting, cleaning, and similar operations. 

H. "Provide":  Furnish and install, complete and ready for the intended use. 

I. "Project Site":  Space available for performing construction activities.  The extent of Project site 
is shown on Drawings and may or may not be identical with the description of the land on 
which Project is to be built. 

1.3 INDUSTRY STANDARDS 

A. Applicability of Standards:  Unless the Contract Documents include more stringent 
requirements, applicable construction industry standards have the same force and effect as if 
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bound or copied directly into the Contract Documents to the extent referenced.  Such standards 
are made a part of the Contract Documents by reference. 

B. Publication Dates:  Comply with standards in effect as of date of the Contract Documents unless 
otherwise indicated. 

C. Copies of Standards:  Each entity engaged in construction on Project should be familiar with 
industry standards applicable to its construction activity.  Copies of applicable standards are not 
bound with the Contract Documents. 
1. Where copies of standards are needed to perform a required construction activity, obtain 

copies directly from publication source. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 01420 
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SECTION 01500 - TEMPORARY FACILITIES AND CONTROLS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes requirements for temporary utilities, support facilities, and security and 
protection facilities. 

B. Related Sections include the following: 
1. Division 1 Section "Summary" for limitations on utility interruptions and other work 

restrictions. 
2. Division 1 Section "Submittal Procedures" for procedures for submitting copies of 

implementation and termination schedule and utility reports. 

1.3 DEFINITIONS 

A. Permanent Enclosure:  As determined by Architect, permanent or temporary roofing is 
complete, insulated, and weathertight; exterior walls are insulated and weathertight; and all 
openings are closed with permanent construction or substantial temporary closures. 

1.4 USE CHARGES 

A. General:  Cost or use charges for temporary facilities shall be included in the Contract Sum.  
Allow other entities to use temporary services and facilities without cost, including, but not 
limited to Architect, testing agencies, and authorities having jurisdiction. 

B. Electric Power Service:  Electric power from Owner's existing system is available for use 
without metering and without payment of use charges.  Provide connections and extensions of 
services as required for construction operations. 

1.5 SUBMITTALS 

A. Site Plan:  Show temporary facilities, utility hookups, staging areas, and parking areas for 
construction personnel. 
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1.6 QUALITY ASSURANCE 

A. Electric Service:  Comply with NECA, NEMA, and UL standards and regulations for temporary 
electric service.  Install service to comply with NFPA 70. 

B. Tests and Inspections:  Arrange for authorities having jurisdiction to test and inspect each 
temporary utility before use.  Obtain required certifications and permits. 

1.7 PROJECT CONDITIONS 

A. Temporary Use of Permanent Facilities:  Installer of each permanent service shall assume 
responsibility for operation, maintenance, and protection of each permanent service during its 
use as a construction facility before Owner's acceptance, regardless of previously assigned 
responsibilities. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Portable Chain-Link Fencing: Minimum 2-inch (50-mm), 9-gage, galvanized steel, chain-link 
fabric fencing; minimum 6 feet (1.8 m) high with galvanized steel pipe posts; minimum 2-3/8-
inch- (60-mm) OD line posts and 2-7/8-inch- (73-mm-) OD corner and pull posts, with 1-5/8-
inch- (42-mm-) OD top and bottom rails. Provide galvanized steel bases for supporting posts.  

2.2 TEMPORARY FACILITIES 

A. Field Offices, General:  Prefabricated or mobile units with serviceable finishes, temperature 
controls, and foundations adequate for normal loading. 

B. Common-Use Field Office:  Of sufficient size to accommodate needs of construction personnel.  
Keep office clean and orderly.  Furnish and equip offices as follows: 
1. Furniture required for Project-site documents including file cabinets, plan tables, plan 

racks, and bookcases. 
2. Provide electrical power service and 120-V ac duplex receptacles, with not less than 1 

receptacle on each wall.  Furnish room with conference table, chairs, and 4-foot- (1.2-m-) 
square tack board. 

3. Heating and cooling equipment necessary to maintain a uniform indoor temperature of 68 
to 72 deg F (20 to 22 deg C). 

4. Lighting fixtures capable of maintaining average illumination of 20 fc (215 lx) at desk 
height. 

2.3 EQUIPMENT 

A. Fire Extinguishers:  Portable, UL rated; with class and extinguishing agent as required by 
locations and classes of fire exposures. 
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B. HVAC Equipment:   
1. Provide temporary exhaust fan at south end of tunnel for welding fume exhaust. 

PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Locate facilities where they will serve Project adequately and result in minimum interference 
with performance of the Work.  Relocate and modify facilities as required by progress of the 
Work. 

B. Provide each facility ready for use when needed to avoid delay.  Do not remove until facilities 
are no longer needed or are replaced by authorized use of completed permanent facilities. 

3.2 TEMPORARY UTILITY INSTALLATION 

A. General:  Install temporary service or connect to existing service. 
1. Arrange with utility company, Owner, and existing users for time when service can be 

interrupted, if necessary, to make connections for temporary services. 

B. Sanitary Facilities:  Provide temporary toilets, wash facilities, and drinking water for use of 
construction personnel.  Comply with authorities having jurisdiction for type, number, location, 
operation, and maintenance of fixtures and facilities. 

C. Ventilation:  Provide temporary ventilation required by construction activities.  Select 
equipment that will not have a harmful effect on completed installations or elements being 
installed.  Coordinate ventilation requirements to produce ambient condition required and 
minimize energy consumption. 

D. Electric Power Service:  Use of Owner's existing electric power service will be permitted, as 
long as equipment is maintained in a condition acceptable to Owner. 

E. Lighting:  Provide temporary lighting with local switching that provides adequate illumination 
for construction operations, observations, inspections. 
1. Install and operate temporary lighting that fulfills security and protection requirements 

without operating entire system. 
2. Install lighting for Project identification sign. 

F. Telephone Service:  Provide temporary telephone service in common-use facilities for use by all 
construction personnel.  Install one telephone line for each field office. 
1. Provide additional telephone lines for the following: 

a. Provide a dedicated telephone line for each facsimile machine and computer in 
each field office. 

2. At each telephone, post a list of important telephone numbers. 
a. Police and fire departments. 
b. Ambulance service. 
c. Contractor's home office. 
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d. Architect's office. 
e. Engineers' offices. 
f. Owner's office. 
g. Principal subcontractors' field and home offices. 

3. Provide superintendent with cellular telephone or portable two-way radio for use when 
away from field office. 

3.3 SUPPORT FACILITIES INSTALLATION 

A. General:  Comply with the following: 
1. Provide incombustible construction for offices, shops, and sheds located within 

construction area or within 30 feet (9 m) of building lines.  Comply with NFPA 241. 
2. Maintain support facilities until near Substantial Completion.  Remove before Substantial 

Completion.  Personnel remaining after Substantial Completion will be permitted to use 
permanent facilities, under conditions acceptable to Owner. 

B. Parking:  Use designated areas of Owner's existing parking areas for construction personnel. 

C. Lifts and Hoists:  Provide facilities necessary for hoisting materials and personnel. 
1. Truck cranes and similar devices used for hoisting materials are considered "tools and 

equipment" and not temporary facilities. 

3.4 SECURITY AND PROTECTION FACILITIES INSTALLATION 

A. Environmental Protection:  Provide protection, operate temporary facilities, and conduct 
construction in ways and by methods that comply with environmental regulations and that 
minimize possible air, waterway, and subsoil contamination or pollution or other undesirable 
effects. 
1. Comply with work restrictions specified in Division 1 Section "Summary." 

B. Temporary Enclosures:  Provide temporary enclosures for protection of construction, in 
progress and completed, from exposure, foul weather, other construction operations, and similar 
activities.  Provide temporary weathertight enclosure for building exterior. 
1. Where heating or cooling is needed and permanent enclosure is not complete, insulate 

temporary enclosures. 

C. Temporary Partitions:  Provide floor-to-ceiling dustproof partitions to limit dust and dirt 
migration and to separate areas occupied by [Owner] [and] [tenants] from fumes and noise. 
1. Construct dustproof partitions with 2 layers of 3-mil (0.07-mm) polyethylene sheet on 

each side.  Cover floor with 2 layers of 3-mil (0.07-mm) polyethylene sheet, extending 
sheets 18 inches (460 mm) up the sidewalls.  Overlap and tape full length of joints.  
Cover floor with fire-retardant plywood. 
a. Construct vestibule and airlock at each entrance through temporary partition with 

not less than 48 inches (1219 mm) between doors.  Maintain water-dampened foot 
mats in vestibule. 

2. Protect air-handling equipment. 
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D. Temporary Fire Protection:  Install and maintain temporary fire-protection facilities of types 
needed to protect against reasonably predictable and controllable fire losses.  Comply with 
NFPA 241. 
1. Prohibit smoking in hazardous fire-exposure areas. 
2. Supervise welding operations, combustion-type temporary heating units, and similar 

sources of fire ignition according to requirements of authorities having jurisdiction. 
3. Develop and supervise an overall fire-prevention and -protection program for personnel 

at Project site.  Review needs with local fire department and establish procedures to be 
followed.  Instruct personnel in methods and procedures.  Post warnings and information. 

3.5 OPERATION, TERMINATION, AND REMOVAL 

A. Supervision:  Enforce strict discipline in use of temporary facilities.  To minimize waste and 
abuse, limit availability of temporary facilities to essential and intended uses. 

B. Maintenance:  Maintain facilities in good operating condition until removal. 
1. Maintain operation of temporary enclosures, heating, cooling, humidity control, 

ventilation, and similar facilities on a 24-hour basis where required to achieve indicated 
results and to avoid possibility of damage. 

C. Operate Project-identification-sign lighting daily from dusk until 12:00 midnight. 

D. Temporary Facility Changeover:  Do not change over from using temporary security and 
protection facilities to permanent facilities until Substantial Completion. 

E. Termination and Removal:  Remove each temporary facility when need for its service has 
ended, when it has been replaced by authorized use of a permanent facility, or no later than 
Substantial Completion.  Complete or, if necessary, restore permanent construction that may 
have been delayed because of interference with temporary facility.  Repair damaged Work, 
clean exposed surfaces, and replace construction that cannot be satisfactorily repaired. 
1. Materials and facilities that constitute temporary facilities are property of Contractor.  

Owner reserves right to take possession of Project identification signs. 
2. At Substantial Completion, clean and renovate permanent facilities used during 

construction period.  Comply with final cleaning requirements specified in Division 1 
Section "Closeout Procedures." 

END OF SECTION 01500 
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SECTION 01600 - PRODUCT REQUIREMENTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes administrative and procedural requirements for selection of products for 
use in Project; product delivery, storage, and handling; manufacturers' standard warranties on 
products; special warranties; product substitutions; and comparable products. 

B. Related Sections include the following: 
1. Division 1 Section "References" for applicable industry standards for products specified. 
2. Division 1 Section "Closeout Procedures" for submitting warranties for Contract 

closeout. 
3. Divisions 2 through 16 Sections for specific requirements for warranties on products and 

installations specified to be warranted. 

1.3 DEFINITIONS 

A. Products:  Items purchased for incorporating into the Work, whether purchased for Project or 
taken from previously purchased stock.  The term "product" includes the terms "material," 
"equipment," "system," and terms of similar intent. 
1. Named Products:  Items identified by manufacturer's product name, including make or 

model number or other designation shown or listed in manufacturer's published product 
literature, that is current as of date of the Contract Documents. 

2. New Products:  Items that have not previously been incorporated into another project or 
facility.  Products salvaged or recycled from other projects are not considered new 
products. 

3. Comparable Product:  Product that is demonstrated and approved through submittal 
process, or where indicated as a product substitution, to have the indicated qualities 
related to type, function, dimension, in-service performance, physical properties, 
appearance, and other characteristics that equal or exceed those of specified product. 

B. Substitutions:  Changes in products, materials, equipment, and methods of construction from 
those required by the Contract Documents and proposed by Contractor. 

C. Basis-of-Design Product Specification:  Where a specific manufacturer's product is named and 
accompanied by the words "basis of design," including make or model number or other 
designation, to establish the significant qualities related to type, function, dimension, in-service 
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performance, physical properties, appearance, and other characteristics for purposes of 
evaluating comparable products of other named manufacturers. 

1.4 SUBMITTALS 

A. Product List:  Submit a list, in tabular from, showing specified products.  Include generic names 
of products required.  Include manufacturer's name and proprietary product names for each 
product. 
1. Coordinate product list with Contractor's Construction Schedule and the Submittals 

Schedule. 
2. Form:  Tabulate information for each product under the following column headings: 

a. Specification Section number and title. 
b. Generic name used in the Contract Documents. 
c. Proprietary name, model number, and similar designations. 
d. Manufacturer's name and address. 
e. Supplier's name and address. 
f. Installer's name and address. 
g. Projected delivery date or time span of delivery period. 
h. Identification of items that require early submittal approval for scheduled delivery 

date. 
3. Initial Submittal:  Within 15 days after date of commencement of the Work, submit 4 

copies of initial product list.  Include a written explanation for omissions of data and for 
variations from Contract requirements. 
a. At Contractor's option, initial submittal may be limited to product selections and 

designations that must be established early in Contract period. 
4. Completed List:  Within 30 days after date of commencement of the Work, submit 4 

copies of completed product list.  Include a written explanation for omissions of data and 
for variations from Contract requirements. 

5. Architect's Action:  Architect will respond in writing to Contractor within 10 days of 
receipt of completed product list.  Architect's response will include a list of unacceptable 
product selections and a brief explanation of reasons for this action.  Architect's response, 
or lack of response, does not constitute a waiver of requirement to comply with the 
Contract Documents. 

B. Substitution Requests:  Submit three copies of each request for consideration.  Identify product 
or fabrication or installation method to be replaced.  Include Specification Section number and 
title and Drawing numbers and titles. 
1. Substitution Request Form:  Use facsimile of form provided at end of Section. 
2. Documentation:  Show compliance with requirements for substitutions and the following, 

as applicable: 
a. Statement indicating why specified material or product cannot be provided. 
b. Coordination information, including a list of changes or modifications needed to 

other parts of the Work and to construction performed by Owner and separate 
contractors, that will be necessary to accommodate proposed substitution. 

c. Detailed comparison of significant qualities of proposed substitution with those of 
the Work specified.  Significant qualities may include attributes such as 
performance, weight, size, durability, visual effect, and specific features and 
requirements indicated. 
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d. Product Data, including drawings and descriptions of products and fabrication and 
installation procedures. 

e. Samples, where applicable or requested. 
f. List of similar installations for completed projects with project names and 

addresses and names and addresses of architects and owners. 
g. Material test reports from a qualified testing agency indicating and interpreting test 

results for compliance with requirements indicated. 
h. Research/evaluation reports evidencing compliance with building code in effect for 

Project, from a model code organization acceptable to authorities having 
jurisdiction. 

i. Detailed comparison of Contractor's Construction Schedule using proposed 
substitution with products specified for the Work, including effect on the overall 
Contract Time.  If specified product or method of construction cannot be provided 
within the Contract Time, include letter from manufacturer, on manufacturer's 
letterhead, stating lack of availability or delays in delivery. 

j. Cost information, including a proposal of change, if any, in the Contract Sum. 
k. Contractor's certification that proposed substitution complies with requirements in 

the Contract Documents and is appropriate for applications indicated. 
l. Contractor's waiver of rights to additional payment or time that may subsequently 

become necessary because of failure of proposed substitution to produce indicated 
results. 

3. Architect's Action:  If necessary, Architect will request additional information or 
documentation for evaluation within 7 days of receipt of a request for substitution.  
Architect will notify Contractor of acceptance or rejection of proposed substitution within 
7 days of receipt of request, or 7 days of receipt of additional information or 
documentation, whichever is later. 
a. Form of Acceptance:  Change Order. 
b. Use product specified if Architect cannot make a decision on use of a proposed 

substitution within time allocated. 

C. Comparable Product Requests:  Submit three copies of each request for consideration.  Identify 
product or fabrication or installation method to be replaced.  Include Specification Section 
number and title and Drawing numbers and titles. 
1. Architect's Action:  If necessary, Architect will request additional information or 

documentation for evaluation within one week of receipt of a comparable product 
request.  Architect will notify Contractor of approval or rejection of proposed comparable 
product request within 7 days of receipt of request, or 7 days of receipt of additional 
information or documentation, whichever is later. 
a. Form of Approval:  As specified in Division 1 Section "Submittal Procedures." 
b. Use product specified if Architect cannot make a decision on use of a comparable 

product request within time allocated. 

D. Basis-of-Design Product Specification Submittal:  Comply with requirements in Division 1 
Section "Submittal Procedures."  Show compliance with requirements. 
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1.5 QUALITY ASSURANCE 

A. Compatibility of Options:  If Contractor is given option of selecting between two or more 
products for use on Project, product selected shall be compatible with products previously 
selected, even if previously selected products were also options. 
1. Each contractor is responsible for providing products and construction methods 

compatible with products and construction methods of other contractors. 
2. If a dispute arises between contractors over concurrently selectable but incompatible 

products, Architect will determine which products shall be used. 

1.6 PRODUCT DELIVERY, STORAGE, AND HANDLING 

A. Deliver, store, and handle products using means and methods that will prevent damage, 
deterioration, and loss, including theft.  Comply with manufacturer's written instructions. 

B. Delivery and Handling: 
1. Schedule delivery to minimize long-term storage at Project site and to prevent 

overcrowding of construction spaces. 
2. Coordinate delivery with installation time to ensure minimum holding time for items that 

are flammable, hazardous, easily damaged, or sensitive to deterioration, theft, and other 
losses. 

3. Deliver products to Project site in an undamaged condition in manufacturer's original 
sealed container or other packaging system, complete with labels and instructions for 
handling, storing, unpacking, protecting, and installing. 

4. Inspect products on delivery to ensure compliance with the Contract Documents and to 
ensure that products are undamaged and properly protected. 

C. Storage: 
1. Store products to allow for inspection and measurement of quantity or counting of units. 
2. Store materials in a manner that will not endanger Project structure. 
3. Store products that are subject to damage by the elements, under cover in a weathertight 

enclosure above ground, with ventilation adequate to prevent condensation. 
4. Store cementitious products and materials on elevated platforms. 
5. Store foam plastic from exposure to sunlight, except to extent necessary for period of 

installation and concealment. 
6. Comply with product manufacturer's written instructions for temperature, humidity, 

ventilation, and weather-protection requirements for storage. 
7. Protect stored products from damage and liquids from freezing. 
8. Provide a secure location and enclosure at Project site for storage of materials and 

equipment by Owner's construction forces.  Coordinate location with Owner. 

1.7 PRODUCT WARRANTIES 

A. Warranties specified in other Sections shall be in addition to, and run concurrent with, other 
warranties required by the Contract Documents.  Manufacturer's disclaimers and limitations on 
product warranties do not relieve Contractor of obligations under requirements of the Contract 
Documents. 



 
SLCC JORDAN CAMPUS MEDIUM TEMPERATURE  
HEATING HOT WATER REPAIR 
PRODUCT REQUIREMENTS 01600 - 5 

1. Manufacturer's Warranty:  Preprinted written warranty published by individual 
manufacturer for a particular product and specifically endorsed by manufacturer to 
Owner. 

2. Special Warranty:  Written warranty required by or incorporated into the Contract 
Documents, either to extend time limit provided by manufacturer's warranty or to provide 
more rights for Owner. 

B. Special Warranties:  Prepare a written document that contains appropriate terms and 
identification, ready for execution.  Submit a draft for approval before final execution. 
1. Manufacturer's Standard Form:  Modified to include Project-specific information and 

properly executed. 
2. Specified Form:  When specified forms are included with the Specifications, prepare a 

written document using appropriate form properly executed. 
3. Refer to Divisions 2 through 16 Sections for specific content requirements and particular 

requirements for submitting special warranties. 

C. Submittal Time:  Comply with requirements in Division 1 Section "Closeout Procedures." 

PART 2 - PRODUCTS 

2.1 PRODUCT SELECTION PROCEDURES 

A. General Product Requirements:  Provide products that comply with the Contract Documents, 
that are undamaged and, unless otherwise indicated, that are new at time of installation. 
1. Provide products complete with accessories, trim, finish, fasteners, and other items 

needed for a complete installation and indicated use and effect. 
2. Standard Products:  If available, and unless custom products or nonstandard options are 

specified, provide standard products of types that have been produced and used 
successfully in similar situations on other projects. 

3. Owner reserves the right to limit selection to products with warranties not in conflict with 
requirements of the Contract Documents. 

4. Where products are accompanied by the term "as selected," Architect will make 
selection. 

5. Where products are accompanied by the term "match sample," sample to be matched is 
Architect's. 

6. Descriptive, performance, and reference standard requirements in the Specifications 
establish "salient characteristics" of products. 

7. Or Equal:  Where products are specified by name and accompanied by the term "or 
equal" or "or approved equal" or "or approved," comply with provisions in Part 2 
"Comparable Products" Article to obtain approval for use of an unnamed product. 

B. Product Selection Procedures: 
1. Product:  Where Specifications name a single product and manufacturer, provide the 

named product that complies with requirements. 
2. Manufacturer/Source:  Where Specifications name a single manufacturer or source, 

provide a product by the named manufacturer or source that complies with requirements. 
3. Products:  Where Specifications include a list of names of both products and 

manufacturers, provide one of the products listed that complies with requirements. 
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4. Manufacturers:  Where Specifications include a list of manufacturers' names, provide a 
product by one of the manufacturers listed that complies with requirements. 

5. Available Products:  Where Specifications include a list of names of both products and 
manufacturers, provide one of the products listed, or an unnamed product, that complies 
with requirements.  Comply with provisions in Part 2 "Comparable Products" Article for 
consideration of an unnamed product. 

6. Available Manufacturers:  Where Specifications include a list of manufacturers, provide a 
product by one of the manufacturers listed, or an unnamed manufacturer, that complies 
with requirements.  Comply with provisions in Part 2 "Comparable Products" Article for 
consideration of an unnamed product. 

7. Product Options:  Where Specifications indicate that sizes, profiles, and dimensional 
requirements on Drawings are based on a specific product or system, provide the 
specified product or system.  Comply with provisions in Part 2 "Product Substitutions" 
Article for consideration of an unnamed product or system. 

8. Basis-of-Design Product:  Where Specifications name a product and include a list of 
manufacturers, provide the specified product or a comparable product by one of the other 
named manufacturers.  Drawings and Specifications indicate sizes, profiles, dimensions, 
and other characteristics that are based on the product named.  Comply with provisions in 
Part 2 "Comparable Products" Article for consideration of an unnamed product by the 
other named manufacturers. 

9. Visual Matching Specification:  Where Specifications require matching an established 
Sample, select a product that complies with requirements and matches Architect's sample.  
Architect's decision will be final on whether a proposed product matches. 
a. If no product available within specified category matches and complies with other 

specified requirements, comply with provisions in Part 2 "Product Substitutions" 
Article for proposal of product. 

10. Visual Selection Specification:  Where Specifications include the phrase "as selected 
from manufacturer's colors, patterns, textures" or a similar phrase, select a product that 
complies with other specified requirements. 
a. Standard Range:  Where Specifications include the phrase "standard range of 

colors, patterns, textures" or similar phrase, Architect will select color, pattern, 
density, or texture from manufacturer's product line that does not include premium 
items. 

b. Full Range:  Where Specifications include the phrase "full range of colors, 
patterns, textures" or similar phrase, Architect will select color, pattern, density, or 
texture from manufacturer's product line that includes both standard and premium 
items. 

2.2 PRODUCT SUBSTITUTIONS 

A. Timing:  Architect will consider requests for substitution if received within 7 days after the 
Notice to Proceed.  Requests received after that time may be considered or rejected at discretion 
of Architect. 

B. Conditions:  Architect will consider Contractor's request for substitution when the following 
conditions are satisfied.  If the following conditions are not satisfied, Architect will return 
requests without action, except to record noncompliance with these requirements: 
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1. Requested substitution offers Owner a substantial advantage in cost, time, energy 
conservation, or other considerations, after deducting additional responsibilities Owner 
must assume.  Owner's additional responsibilities may include compensation to Architect 
for redesign and evaluation services, increased cost of other construction by Owner, and 
similar considerations. 

2. Requested substitution does not require extensive revisions to the Contract Documents. 
3. Requested substitution is consistent with the Contract Documents and will produce 

indicated results. 
4. Substitution request is fully documented and properly submitted. 
5. Requested substitution will not adversely affect Contractor's Construction Schedule. 
6. Requested substitution has received necessary approvals of authorities having 

jurisdiction. 
7. Requested substitution is compatible with other portions of the Work. 
8. Requested substitution has been coordinated with other portions of the Work. 
9. Requested substitution provides specified warranty. 
10. If requested substitution involves more than one contractor, requested substitution has 

been coordinated with other portions of the Work, is uniform and consistent, is 
compatible with other products, and is acceptable to all contractors involved. 

2.3 COMPARABLE PRODUCTS 

A. Conditions:  Architect will consider Contractor's request for comparable product when the 
following conditions are satisfied.  If the following conditions are not satisfied, Architect will 
return requests without action, except to record noncompliance with these requirements: 

1. Evidence that the proposed product does not require extensive revisions to the Contract 
Documents, that it is consistent with the Contract Documents and will produce the 
indicated results, and that it is compatible with other portions of the Work. 

2. Detailed comparison of significant qualities of proposed product with those named in the 
Specifications.  Significant qualities include attributes such as performance, weight, size, 
durability, visual effect, and specific features and requirements indicated. 

3. Evidence that proposed product provides specified warranty. 
4. List of similar installations for completed projects with project names and addresses and 

names and addresses of architects and owners, if requested. 
5. Samples, if requested. 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 01600 
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SECTION 01731 - CUTTING AND PATCHING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes procedural requirements for cutting and patching. 

B. Related Sections include the following: 
1. Division 1 Section "Selective Demolition" for demolition of selected portions of the 

building. 
2. Divisions 2 through 16 Sections for specific requirements and limitations applicable to 

cutting and patching individual parts of the Work. 

1.3 DEFINITIONS 

A. Cutting:  Removal of in-place construction necessary to permit installation or performance of 
other Work. 

B. Patching:  Fitting and repair work required to restore surfaces to original conditions after 
installation of other Work. 

1.4 SUBMITTALS 

A. Cutting and Patching Proposal:  Submit a proposal describing procedures at least 7 days before 
the time cutting and patching will be performed, requesting approval to proceed.  Include the 
following information: 
1. Extent:  Describe cutting and patching, show how they will be performed, and indicate 

why they cannot be avoided. 
2. Changes to In-Place Construction:  Describe anticipated results.  Include changes to 

structural elements and operating components as well as changes in building's appearance 
and other significant visual elements. 

3. Products:  List products to be used and firms or entities that will perform the Work. 
4. Dates:  Indicate when cutting and patching will be performed. 
5. Utility Services and Mechanical/Electrical Systems:  List services/systems that cutting 

and patching procedures will disturb or affect.  List services/systems that will be 
relocated and those that will be temporarily out of service.  Indicate how long 
services/systems will be disrupted. 
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6. Structural Elements:  Where cutting and patching involve adding reinforcement to 
structural elements, submit details and engineering calculations showing integration of 
reinforcement with original structure. 

7. Architect's Approval:  Obtain approval of cutting and patching proposal before cutting 
and patching.  Approval does not waive right to later require removal and replacement of 
unsatisfactory work. 

1.5 QUALITY ASSURANCE 

A. Structural Elements:  Do not cut and patch structural elements in a manner that could change 
their load-carrying capacity or load-deflection ratio. 

B. Operational Elements:  Do not cut and patch operating elements and related components in a 
manner that results in reducing their capacity to perform as intended or that results in increased 
maintenance or decreased operational life or safety. Operating elements include the following: 
1. Primary operational systems and equipment. 
2. Air or smoke barriers. 
3. Fire-suppression systems. 
4. Mechanical systems piping and ducts. 
5. Control systems. 
6. Communication systems. 
7. Conveying systems. 
8. Electrical wiring systems. 
9. Operating systems of special construction in Division 13 Sections. 

C. Miscellaneous Elements:  Do not cut and patch miscellaneous elements or related components 
in a manner that could change their load-carrying capacity, that results in reducing their 
capacity to perform as intended, or that results in increased maintenance or decreased 
operational life or safety. Miscellaneous elements include the following: 
1. Water, moisture, or vapor barriers. 
2. Membranes and flashings. 
3. Exterior curtain-wall construction. 
4. Equipment supports. 
5. Piping, ductwork, vessels, and equipment. 
6. Noise- and vibration-control elements and systems. 

D. Visual Requirements:  Do not cut and patch construction in a manner that results in visual 
evidence of cutting and patching.  Do not cut and patch construction exposed on the exterior or 
in occupied spaces in a manner that would, in Architect's opinion, reduce the building's 
aesthetic qualities.  Remove and replace construction that has been cut and patched in a visually 
unsatisfactory manner. 

1.6 WARRANTY 

A. Existing Warranties:  Remove, replace, patch, and repair materials and surfaces cut or damaged 
during cutting and patching operations, by methods and with materials so as not to void existing 
warranties. 
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PART 2 - PRODUCTS 

2.1 MATERIALS 

A. General:  Comply with requirements specified in other Sections. 

B. In-Place Materials:  Use materials identical to in-place materials.  For exposed surfaces, use 
materials that visually match in-place adjacent surfaces to the fullest extent possible. 
1. If identical materials are unavailable or cannot be used, use materials that, when installed, 

will match the visual and functional performance of in-place materials. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine surfaces to be cut and patched and conditions under which cutting and patching are to 
be performed. 
1. Compatibility:  Before patching, verify compatibility with and suitability of substrates, 

including compatibility with in-place finishes or primers. 
2. Proceed with installation only after unsafe or unsatisfactory conditions have been 

corrected. 

3.2 PREPARATION 

A. Temporary Support:  Provide temporary support of Work to be cut. 

B. Protection:  Protect in-place construction during cutting and patching to prevent damage.  
Provide protection from adverse weather conditions for portions of Project that might be 
exposed during cutting and patching operations. 

C. Adjoining Areas:  Avoid interference with use of adjoining areas or interruption of free passage 
to adjoining areas. 

D. Existing Utility Services and Mechanical/Electrical Systems:  Where existing services/systems 
are required to be removed, relocated, or abandoned, bypass such services/systems before 
cutting to minimize interruption to occupied areas. 

3.3 PERFORMANCE 

A. General:  Employ skilled workers to perform cutting and patching.  Proceed with cutting and 
patching at the earliest feasible time, and complete without delay. 
1. Cut in-place construction to provide for installation of other components or performance 

of other construction, and subsequently patch as required to restore surfaces to their 
original condition. 
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B. Cutting:  Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar 
operations, including excavation, using methods least likely to damage elements retained or 
adjoining construction.  If possible, review proposed procedures with original Installer; comply 
with original Installer's written recommendations. 
1. In general, use hand or small power tools designed for sawing and grinding, not 

hammering and chopping.  Cut holes and slots as small as possible, neatly to size 
required, and with minimum disturbance of adjacent surfaces.  Temporarily cover 
openings when not in use. 

2. Finished Surfaces:  Cut or drill from the exposed or finished side into concealed surfaces. 
3. Concrete:  Cut using a cutting machine, such as an abrasive saw or a diamond-core drill. 
4. Excavating and Backfilling:  Comply with requirements in applicable Division 2 Sections 

where required by cutting and patching operations. 
5. Mechanical and Electrical Services:  Cut off pipe or conduit in walls or partitions to be 

removed.  Cap, valve, or plug and seal remaining portion of pipe or conduit to prevent 
entrance of moisture or other foreign matter after cutting. 

6. Proceed with patching after construction operations requiring cutting are complete. 

C. Patching:  Patch construction by filling, repairing, refinishing, closing up, and similar operations 
following performance of other Work.  Patch with durable seams that are as invisible as 
possible.  Provide materials and comply with installation requirements specified in other 
Sections. 
1. Inspection:  Where feasible, test and inspect patched areas after completion to 

demonstrate integrity of installation. 
2. Exposed Finishes:  Restore exposed finishes of patched areas and extend finish 

restoration into retained adjoining construction in a manner that will eliminate evidence 
of patching and refinishing. 
a. Clean piping, conduit, and similar features before applying paint or other finishing 

materials. 
b. Restore damaged pipe covering to its original condition. 

3. Floors and Walls:  Where walls or partitions that are removed extend one finished area 
into another, patch and repair floor and wall surfaces in the new space.  Provide an even 
surface of uniform finish, color, texture, and appearance.  Remove in-place floor and wall 
coverings and replace with new materials, if necessary, to achieve uniform color and 
appearance. 
a. Where patching occurs in a painted surface, apply primer and intermediate paint 

coats over the patch and apply final paint coat over entire unbroken surface 
containing the patch.  Provide additional coats until patch blends with adjacent 
surfaces. 

4. Ceilings:  Patch, repair, or rehang in-place ceilings as necessary to provide an even-plane 
surface of uniform appearance. 

5. Exterior Building Enclosure:  Patch components in a manner that restores enclosure to a 
weathertight condition. 

D. Cleaning:  Clean areas and spaces where cutting and patching are performed.  Completely 
remove paint, mortar, oils, putty, and similar materials. 

END OF SECTION 01731 



 
SLCC JORDAN CAMPUS MEDIUM TEMPERATURE  
HEATING HOT WATER REPAIR 
SELECTIVE DEMOLITION 01732 - 1 

SECTION 01732 - SELECTIVE DEMOLITION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 
1. Demolition and removal of selected portions of piping, valves and insulation. 

B. Related Sections include the following: 
1. Division 1 Section "Summary" for use of premises and Owner-occupancy requirements. 
2. Division 1 Section "Temporary Facilities and Controls" for temporary construction and 

environmental-protection measures for selective demolition operations. 
3. Division 1 Section "Cutting and Patching" for cutting and patching procedures. 

1.3 DEFINITIONS 

A. Remove:  Detach items from existing construction and legally dispose of them off-site, unless 
indicated to be removed and salvaged or removed and reinstalled. 

B. Remove and Salvage:  Detach items from existing construction and deliver them to Owner. 

C. Remove and Reinstall:  Detach items from existing construction, prepare them for reuse, and 
reinstall them where indicated. 

D. Existing to Remain:  Existing items of construction that are not to be removed and that are not 
otherwise indicated to be removed, removed and salvaged, or removed and reinstalled. 

1.4 QUALITY ASSURANCE 

A. Demolition Firm Qualifications:  An experienced firm that has specialized in demolition work 
similar in material and extent to that indicated for this Project. 

B. Regulatory Requirements:  Comply with governing EPA notification regulations before 
beginning selective demolition.  Comply with hauling and disposal regulations of authorities 
having jurisdiction. 

C. Standards:  Comply with ANSI A10.6 and NFPA 241. 
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1.5 PROJECT CONDITIONS 

A. Owner will occupy portions of building immediately adjacent to selective demolition area.  
Conduct selective demolition so Owner's operations will not be disrupted. 
1. Comply with requirements specified in Division 1 Section "Summary." 

B. Conditions existing at time of inspection for bidding purpose will be maintained by Owner as 
far as practical. 

C. Notify Architect of discrepancies between existing conditions and Drawings before proceeding 
with selective demolition. 

D. Hazardous Materials:  It is not expected that hazardous materials will be encountered in the 
Work. 
1. If materials suspected of containing hazardous materials are encountered, do not disturb; 

immediately notify Architect and Owner.  Owner will remove hazardous materials under 
a separate contract. 

E. Storage or sale of removed items or materials on-site is not permitted. 

F. Utility Service:  Maintain existing utilities indicated to remain in service and protect them 
against damage during selective demolition operations. 
1. Maintain fire-protection facilities in service during selective demolition operations. 

1.6 WARRANTY 

A. Existing Warranties:  Remove, replace, patch, and repair materials and surfaces cut or damaged 
during selective demolition, by methods and with materials so as not to void existing warranties. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify that utilities have been disconnected and capped. 

B. Survey existing conditions and correlate with requirements indicated to determine extent of 
selective demolition required. 

C. Inventory and record the condition of items to be removed and reinstalled and items to be 
removed and salvaged. 

D. When unanticipated mechanical, electrical, or structural elements that conflict with intended 
function or design are encountered, investigate and measure the nature and extent of conflict.  
Promptly submit a written report to Architect. 
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E. Perform surveys as the Work progresses to detect hazards resulting from selective demolition 
activities. 

3.2 UTILITY SERVICES AND MECHANICAL/ELECTRICAL SYSTEMS 

A. Existing Services/Systems:  Maintain services/systems indicated to remain and protect them 
against damage during selective demolition operations. 
1. Comply with requirements for existing services/systems interruptions specified in 

Division 1 Section "Summary." 

B. Service/System Requirements:  Locate, identify, disconnect, and seal or cap off indicated utility 
services and mechanical/electrical systems serving areas to be selectively demolished. 
1. Owner will arrange to shut off indicated services/systems when requested by Contractor. 
2. Arrange to shut off indicated utilities with utility companies. 
3. If services/systems are required to be removed, relocated, or abandoned, before 

proceeding with selective demolition provide temporary services/systems that bypass 
area of selective demolition and that maintain continuity of services/systems to other 
parts of building. 

4. Cut off pipe or conduit in walls or partitions to be removed.  Cap, valve, or plug and seal 
remaining portion of pipe or conduit after bypassing. 
a. Where entire wall is to be removed, existing services/systems may be removed 

with removal of the wall. 

3.3 PREPARATION 

A. Site Access and Temporary Controls:  Conduct selective demolition and debris-removal 
operations to ensure minimum interference with roads, streets, walks, walkways, and other 
adjacent occupied and used facilities. 
1. Comply with requirements for access and protection specified in Division 1 Section 

"Temporary Facilities and Controls." 

B. Temporary Facilities:  Provide temporary barricades and other protection required to prevent 
injury to people and damage to adjacent buildings and facilities to remain. 
1. Provide protection to ensure safe passage of people around selective demolition area and 

to and from occupied portions of building. 
2. Provide temporary weather protection, during interval between selective demolition of 

existing construction on exterior surfaces and new construction, to prevent water leakage 
and damage to structure and interior areas. 

3. Protect walls, ceilings, floors, and other existing finish work that are to remain or that are 
exposed during selective demolition operations. 

4. Cover and protect furniture, furnishings, and equipment that have not been removed. 
5. Comply with requirements for temporary enclosures, dust control, heating, and cooling 

specified in Division 1 Section "Temporary Facilities and Controls." 
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3.4 SELECTIVE DEMOLITION, GENERAL 

A. General:  Demolish and remove existing construction only to the extent required by new 
construction and as indicated.  Use methods required to complete the Work within limitations of 
governing regulations and as follows: 
1. Proceed with selective demolition systematically, from higher to lower level.  Complete 

selective demolition operations above each floor or tier before disturbing supporting 
members on the next lower level. 

2. Neatly cut openings and holes plumb, square, and true to dimensions required.  Use 
cutting methods least likely to damage construction to remain or adjoining construction.  
Use hand tools or small power tools designed for sawing or grinding, not hammering and 
chopping, to minimize disturbance of adjacent surfaces.  Temporarily cover openings to 
remain. 

3. Cut or drill from the exposed or finished side into concealed surfaces to avoid marring 
existing finished surfaces. 

4. Do not use cutting torches until work area is cleared of flammable materials.  At 
concealed spaces, such as duct and pipe interiors, verify condition and contents of hidden 
space before starting flame-cutting operations.  Maintain fire watch and portable fire-
suppression devices during flame-cutting operations. 

5. Maintain adequate ventilation when using cutting torches. 
6. Remove decayed, vermin-infested, or otherwise dangerous or unsuitable materials and 

promptly dispose of off-site. 
7. Remove structural framing members and lower to ground by method suitable to avoid 

free fall and to prevent ground impact or dust generation. 
8. Locate selective demolition equipment and remove debris and materials so as not to 

impose excessive loads on supporting walls, floors, or framing. 
9. Dispose of demolished items and materials promptly. 

B. Existing Items to Remain:  Protect construction indicated to remain against damage and soiling 
during selective demolition.  When permitted by Architect, items may be removed to a suitable, 
protected storage location during selective demolition and cleaned and reinstalled in their 
original locations after selective demolition operations are complete. 

3.5 DISPOSAL OF DEMOLISHED MATERIALS 

A. General:  Except for items or materials indicated to be reused, salvaged, reinstalled, or 
otherwise indicated to remain Owner's property, remove demolished materials from Project site 
and legally dispose of them in an EPA-approved landfill. 
1. Do not allow demolished materials to accumulate on-site. 
2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces 

and areas. 
3. Remove debris from elevated portions of building by chute, hoist, or other device that 

will convey debris to grade level in a controlled descent. 

B. Burning:  Do not burn demolished materials. 

C. Disposal:  Transport demolished materials off Owner's property and legally dispose of them. 
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3.6 CLEANING 

A. Clean adjacent structures and improvements of dust, dirt, and debris caused by selective 
demolition operations.  Return adjacent areas to condition existing before selective demolition 
operations began. 

END OF SECTION 01732 
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SECTION 01770 - CLOSEOUT PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes administrative and procedural requirements for contract closeout, 
including, but not limited to, the following: 
1. Inspection procedures. 
2. Warranties. 
3. Final cleaning. 

B. Related Sections include the following: 
1. Divisions 2 through 16 Sections for specific closeout and special cleaning requirements 

for the Work in those Sections. 

1.3 SUBSTANTIAL COMPLETION 

A. Preliminary Procedures:  Before requesting inspection for determining date of Substantial 
Completion, complete the following.  List items below that are incomplete in request. 
1. Prepare a list of items to be completed and corrected (punch list), the value of items on 

the list, and reasons why the Work is not complete. 
2. Advise Owner of pending insurance changeover requirements. 
3. Submit specific warranties, workmanship bonds, maintenance service agreements, final 

certifications, and similar documents. 
4. Obtain and submit releases permitting Owner unrestricted use of the Work and access to 

services and utilities.  Include occupancy permits, operating certificates, and similar 
releases. 

5. Prepare and submit Project Record Documents, operation and maintenance manuals, and 
similar final record information. 

6. Deliver tools, spare parts, extra materials, and similar items to location designated by 
Owner.  Label with manufacturer's name and model number where applicable. 

7. Make final changeover of permanent locks and deliver keys to Owner.  Advise Owner's 
personnel of changeover in security provisions. 

8. Complete startup testing of systems. 
9. Terminate and remove temporary facilities from Project site, along with mockups, 

construction tools, and similar elements. 
10. Advise Owner of changeover in heat and other utilities. 
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11. Submit changeover information related to Owner's occupancy, use, operation, and 
maintenance. 

12. Complete final cleaning requirements, including touchup painting. 
13. Touch up and otherwise repair and restore marred exposed finishes to eliminate visual 

defects. 

B. Inspection:  Submit a written request for inspection for Substantial Completion.  On receipt of 
request, Architect will either proceed with inspection or notify Contractor of unfulfilled 
requirements.  Architect will prepare the Certificate of Substantial Completion after inspection 
or will notify Contractor of items, either on Contractor's list or additional items identified by 
Architect, that must be completed or corrected before certificate will be issued. 
1. Reinspection:  Request reinspection when the Work identified in previous inspections as 

incomplete is completed or corrected. 
2. Results of completed inspection will form the basis of requirements for Final 

Completion. 

1.4 FINAL COMPLETION 

A. Preliminary Procedures:  Before requesting final inspection for determining date of Final 
Completion, complete the following: 
1. Submit a final Application for Payment. 
2. Submit certified copy of Architect's Substantial Completion inspection list of items to be 

completed or corrected (punch list), endorsed and dated by Architect.  The certified copy 
of the list shall state that each item has been completed or otherwise resolved for 
acceptance. 

3. Submit evidence of final, continuing insurance coverage complying with insurance 
requirements. 

4. Submit pest-control final inspection report and warranty. 

B. Inspection:  Submit a written request for final inspection for acceptance.  On receipt of request, 
Architect will either proceed with inspection or notify Contractor of unfulfilled requirements.  
Architect will prepare a final Certificate for Payment after inspection or will notify Contractor 
of construction that must be completed or corrected before certificate will be issued. 
1. Reinspection:  Request reinspection when the Work identified in previous inspections as 

incomplete is completed or corrected. 

1.5 WARRANTIES 

A. Organize warranty documents into an orderly sequence based on the table of contents of the 
Project Manual. 
1. Bind warranties and bonds in heavy-duty, 3-ring, vinyl-covered, loose-leaf binders, 

thickness as necessary to accommodate contents, and sized to receive 8-1/2-by-11-inch 
(215-by-280-mm) paper. 

2. Provide heavy paper dividers with plastic-covered tabs for each separate warranty.  Mark 
tab to identify the product or installation.  Provide a typed description of the product or 
installation, including the name of the product and the name, address, and telephone 
number of Installer. 

3. Identify each binder on the front and spine with the typed or printed title 
"WARRANTIES," Project name, and name of Contractor. 
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B. Provide additional copies of each warranty to include in operation and maintenance manuals. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Cleaning Agents:  Use cleaning materials and agents recommended by manufacturer or 
fabricator of the surface to be cleaned.  Do not use cleaning agents that are potentially 
hazardous to health or property or that might damage finished surfaces. 

PART 3 - EXECUTION 

3.1 FINAL CLEANING 

A. General:  Provide final cleaning.  Conduct cleaning and waste-removal operations to comply 
with local laws and ordinances and Federal and local environmental and antipollution 
regulations. 

B. Cleaning:  Employ experienced workers or professional cleaners for final cleaning.  Clean each 
surface or unit to condition expected in an average commercial building cleaning and 
maintenance program.   
1. Complete the following cleaning operations before requesting inspection for certification 

of Substantial Completion for entire Project or for a portion of Project: 
a. Clean Project site, yard, and grounds, in areas disturbed by construction activities, 

including landscape development areas, of rubbish, waste material, litter, and other 
foreign substances. 

b. Sweep paved areas broom clean.  Remove petrochemical spills, stains, and other 
foreign deposits. 

c. Rake grounds that are neither planted nor paved to a smooth, even-textured 
surface. 

d. Remove tools, construction equipment, machinery, and surplus material from 
Project site. 

e. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, 
free of stains, films, and similar foreign substances.  Avoid disturbing natural 
weathering of exterior surfaces.  Restore reflective surfaces to their original 
condition. 

f. Remove debris and surface dust from limited access spaces, including roofs, 
plenums, shafts, trenches, equipment vaults, manholes, attics, and similar spaces. 

g. Sweep concrete floors broom clean in unoccupied spaces. 
h. Touch up and otherwise repair and restore marred, exposed finishes and surfaces.  

Replace finishes and surfaces that cannot be satisfactorily repaired or restored or 
that already show evidence of repair or restoration. 
1) Do not paint over "UL" and similar labels, including mechanical and 

electrical nameplates. 
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C. Comply with safety standards for cleaning.  Do not burn waste materials.  Do not bury debris or 
excess materials on Owner's property.  Do not discharge volatile, harmful, or dangerous 
materials into drainage systems.  Remove waste materials from Project site and dispose of 
lawfully. 

END OF SECTION 01770 
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SECTION 15010 - BASIC MECHANICAL REQUIREMENTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this and the other sections of 
Division 15. 

B. This section applies to all Division 15 specification sections. 

1.2 SUMMARY 

A. This Section includes general administrative and procedural requirements for mechanical 
installations.  The following administrative and procedural requirements are included in 
this Section to expand the requirements specified in Division 1: 
1. Submittals. 
2. Record documents. 
3. Rough-ins. 
4. Mechanical installations. 
5. Cutting and patching. 

B. Related Sections:  The following sections contain requirements that relate to this section: 
1. Division 15 Section "BASIC MECHANICAL MATERIALS AND METHODS," 

for materials and methods common to the remainder of Division 15, plus general 
related specifications including: 
a. Access to mechanical installations. 

1.3 GOVERNING REGULATIONS AND AUTHORITIES 

A. Regulations include laws, ordinances, codes, statutes, and lawful orders issued by 
authorities having jurisdiction, as well as rules, conventions, and agreements within the 
construction industry that control performance of the work, govern the execution of the 
work embodied in the contract documents, and the interpretation of the contract 
documents. 

B. Applicable codes and documents to this project are, but not limited to, the following: 
1. 2003 International Building Code - (with Utah amendments) 
2. 2003 International Mechanical Code - (with Utah amendments) 
3. 2003 International Plumbing Code - (with Utah amendments) 
4. 2003 International Energy Conservation Code. 
5. National Electrical Code - current edition 

1.4 SUBMITTALS 

A. General:  Follow the procedures specified in Division 1 Section "SUBMITTALS", and as 
outlined below. 
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1. By description, catalog number and manufacturer's name standards of quality 
have been established for certain manufactured equipment items and specialties 
which are to be furnished by this Division.  Substitute products of equal or better 
quality may only be proposed for use if specifically named in the specifications 
or given written approval prior to bidding.  Requests for substitution shall be 
made in accordance with the General Provisions. 

2. Within 15 days after the date of award of contract, and before commencement of 
work, a complete schedule of all equipment and materials proposed for 
installation shall be submitted. 

3. Submittal data for Division 15 shall be submitted arranged in a three-ring binder.  
Binder shall have a complete index with equipment listed in the same sequence 
as the sections in the specifications.  Identify the equipment submitted with 
drawings, schedule number, and specification paragraph number. 

4. Submittals shall include, but not be limited to the following: 
a. Vibration Elimination Devices 
b. Valves 
c. Insulation 
d. Certificates of Guarantee 

5. All submittal data shall be turned over to the Architect at one time.  No 
consideration will be given to partial submittals. 

6. All items other than first named specified equipment shall show and state all 
exceptions and deviations taken and shall include design calculations. 

7. The Contractor shall review the submittals prior to submission to make sure that 
submittals are complete in all details.  Contractor shall verify equipment 
dimensions to fit the spaces provided with sufficient clearance for servicing the 
equipment.  Submittals will not be reviewed which do not bear the Contractor's 
notation that such checking has been made. 

8. Equipment submittal shall show the proper arrangements to suit installation and 
maintenance such as motor location, access doors, filter removal, piping 
connections, etc. 

9. Equipment submittal sheets shall be clearly marked indicating equipment symbol 
and exact selection of proposed equipment. 

10. Review and acceptance of submittal does not relieve the Contractor of 
responsibility for fulfilling the contract requirements.  Review of the submittal 
shall not change the contract requirements.  Items not covered in the accepted 
submittal or items incorrectly covered but not recognized or identified shall not 
be used contrary to the contract documents. 

B. Increase, by the quantity listed below, the number of mechanical related shop drawings, 
product data, and samples submitted, to allow for required distribution plus one copy of 
each submittal required, which will be retained by the Mechanical Consulting Engineer. 
1. Shop Drawings - Initial Submittal:  1 additional blue- or black-line prints. 
2. Shop Drawings - Final Submittal:  1 additional blue- or black-line prints. 
3. Product Data:  1 additional copy of each item. 
4. Samples:  1 additional set. 

C. Additional copies may be required by individual sections of these Specifications. 
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1.5 RECORD DOCUMENTS 

A. Prepare record documents in accordance with the requirements in Division 1 Section 
"CONTRACT CLOSEOUT." In addition to the requirements specified in Division 1, 
indicate the following installed conditions: 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Deliver products to the project properly identified with names, model numbers, types, 
grades, compliance labels, and other information needed for identification. 

1.7 WARRANTIES 

A. That all pipes, conduit, and connections shall be free from foreign matter and pockets and 
that all other obstructions to the free passage of water, liquid and vent shall be removed. 

B. That all devices incorporated in these systems shall be adjusted in a manner that each 
shall develop its maximum efficiency in the operation of the system. 

C. Any failure that disables a heating system shall have repairs completed within 24 hours.  
If repair parts are not available in local stock, they shall be shipped via air freight at no 
charge to the owner. 

PART 2 - PRODUCTS 

2.1 GENERAL 

A. Arrange equipment with factory panels, conduits, piping, etc. to allow proper access to 
equipment.  Comply with clearances required by the National Electric Code. 

PART 3 - EXECUTION 

3.1 MECHANICAL INSTALLATIONS 

A. General:  Sequence, coordinate, and integrate the various elements of mechanical 
systems, materials, and equipment.  Comply with the following requirements: 
1. Coordinate mechanical systems, equipment, and materials installation with other 

building components. 
2. Verify all dimensions by field measurements. 
3. Sequence, coordinate, and integrate installations of mechanical materials and 

equipment for efficient flow of the Work.  Give particular attention to large 
equipment requiring positioning prior to closing in the building. 

4. Install systems, materials, and equipment to conform with manufacturers 
installation instruction and approved submittal data, including coordination 
drawings, to greatest extent possible. Conform to arrangements indicated by the 
Contract Documents, recognizing that portions of the Work are shown only in 
diagrammatic form. 



  

 
SLCC JORDAN CAMPUS MEDIUM TEMPERATURE  
HEATING HOT WATER REPAIR 
BASIC MECHANICAL REQUIREMENTS 15010 - 4 

5. Install mechanical equipment to facilitate servicing, maintenance, and repair or 
replacement of equipment components.  As much as practical, connect equipment 
for ease of disconnecting, with minimum of interference with other installations.  
Extend grease fittings to an accessible location. 

6. Completely clean all mechanical equipment and systems of dirt, dust, debris and 
overspray at the time of substantial completion. 

3.2 CUTTING AND PATCHING 

A. General:  Perform cutting and patching in accordance with Division 1 Section 
"CUTTING AND PATCHING." In addition to the requirements specified in Division 1, 
the following requirements apply: 
1. Protection of Installed Work:  During cutting and patching operations, protect 

adjacent installations. 

B. Perform cutting, fitting, and patching of mechanical equipment and materials required to: 
1. Uncover Work to provide for installation of ill-timed Work. 
2. Remove and replace defective Work. 
3. Remove and replace Work not conforming to requirements of the Contract 

Documents. 
4. Remove samples of installed Work as specified for testing. 
5. Install equipment and materials in existing structures. 
6. Upon written instructions from the Architect, uncover and restore Work to 

provide for Architect/Engineer observation of concealed Work. 

C. Cut, remove and legally dispose of selected mechanical equipment, components, and 
materials as indicated, including but not limited to removal of mechanical piping, heating 
units, plumbing fixtures and trim, and other mechanical items made obsolete by the new 
Work. 

D. Protect the structure, furnishings, finishes, and adjacent materials not indicated or 
scheduled to be removed. 

E. Provide and maintain temporary partitions or dust barriers adequate to prevent the spread 
of dust and dirt to adjacent areas. 
1. Patch existing finished surfaces and building components using new materials 

matching existing materials and experienced Installers.  Installers' qualifications 
refer to the materials and methods required for the surface and building 
components being patched. 
a. Refer to Division 1 Section "DEFINITIONS AND STANDARDS" for 

definition of "experienced Installer." 

END OF SECTION 15010 
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SECTION 15050 - BASIC MECHANICAL MATERIALS AND METHODS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

B. This section applies to all Division 15 specification sections. 

1.2 SUMMARY 

A. This Section includes the following basic mechanical materials and methods to 
complement other Division 15 Sections. 
1. Piping materials and installation instructions common to most piping systems. 
2. Labeling and identifying mechanical systems and equipment is specified in 

Division 15 Section "Mechanical Identification." 
3. Installation requirements common to equipment specification sections. 
4. Mechanical demolition. 
5. Cutting and patching. 
6. Touchup painting and finishing. 

B. Pipe and pipe fitting materials are specified in Division 15 piping system Sections. 

1.3 DEFINITIONS 

A. Finished Spaces:  Spaces other than mechanical and electrical equipment rooms, furred 
spaces, pipe and duct shafts, unheated spaces immediately below roof, spaces above 
ceilings, unexcavated spaces, crawl spaces, and tunnels. 

B. Exposed, Interior Installations:  Exposed to view indoors.  Examples include finished 
occupied spaces, mechanical equipment rooms and utility tunnels. 

C. Exposed, Exterior Installations:  Exposed to view outdoors, or subject to outdoor ambient 
temperatures and weather conditions.  Examples include rooftop locations. 

D. Concealed, Interior Installations:  Concealed from view and protected from physical 
contact by building occupants.  Examples include above ceilings and in duct shafts. 

E. Concealed, Exterior Installations:  Concealed from view and protected from weather 
conditions and physical contact by building occupants, but subject to outdoor ambient 
temperatures.  Examples include installations within unheated shelters. 

F. The following are industry abbreviations for plastic materials: 
1. ABS:  Acrylonitrile-butadiene-styrene plastic. 
2. CPVC:  Chlorinated polyvinyl chloride plastic. 
3. NP:  Nylon plastic. 
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4. PE:  Polyethylene plastic. 
5. PVC:  Polyvinyl chloride plastic. 

G. The following are industry abbreviations for rubber materials: 
1. CR:  Chlorosulfonated polyethylene synthetic rubber. 
2. EPDM:  Ethylene propylene diene terpolymer rubber. 

1.4 SUBMITTALS 

A. Product Data:  For flexible connectors and identification materials and devices. 

B. Welder Certificates signed by Contractor certifying that welders comply with 
requirements specified under the "Quality Assurance" Article. 

1.5 QUALITY ASSURANCE 

A. Comply with ASME A13.1 for lettering size, length of color field, colors, and viewing 
angles of identification devices. 

B. Equipment Selection:  Equipment of higher electrical characteristics, physical 
dimensions, capacities, and ratings may be furnished provided such proposed equipment 
is approved in writing and connecting mechanical and electrical services, circuit breakers, 
conduit, motors, bases, and equipment spaces are increased.  No additional costs will be 
approved for these increases.  If minimum energy ratings or efficiencies of equipment are 
specified, equipment must meet design and commissioning requirements. 

C. Qualify welding processes and operators for structural steel according to AWS D1.1 
"Structural Welding Code -- Steel." 

D. Qualify welding processes and operators for piping according to ASME "Boiler and 
Pressure Vessel Code," Section IX, "Welding and Brazing Qualifications." 
1. Comply with provisions of ASME B31 Series "Code for Pressure Piping." 
2. Certify that each welder has passed AWS qualification tests for the welding 

processes involved and that certification is current. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Protect flanges, fittings, and piping specialties from moisture and dirt. 

1.7 SEQUENCING AND SCHEDULING 

A. Arrange for pipe spaces, chases, slots, and openings in building structure during progress 
of construction to allow for mechanical installations. 

B. Coordinate installation of identifying devices after completing covering and painting, if 
devices are applied to surfaces.  Install identifying devices before installing acoustical 
ceilings and similar concealment. 
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PART 2 - PRODUCTS 

2.1 PIPE AND PIPE FITTINGS 

A. All pipe and pipe fittings shall be American made and clearly labeled as such. 

B. Refer to individual Division 15 piping Sections for pipe and fitting materials and joining 
methods. 

C. Pipe Threads:  ASME B1.20.1 for factory-threaded pipe and pipe fittings. 

2.2 JOINING MATERIALS 

A. Refer to individual Division 15 piping Sections for special joining materials not listed 
below. 

B. Pipe-Flange Gasket Materials:  Suitable for chemical and thermal conditions of piping 
system contents. 
1. ASME B16.21, nonmetallic, flat, asbestos-free, 1/8-inch (3.2-mm) maximum 

thickness, unless thickness or specific material is indicated. 
a. Narrow-Face Type:  For raised-face, Class 250, cast-iron and steel 

flanges. 

C. Flange Bolts and Nuts:  ASME B18.2.1, carbon steel, unless otherwise indicated. 

D. Welding Filler Metals:  Comply with AWS D10.12 for welding materials appropriate for 
wall thickness and chemical analysis of steel pipe being welded. 

PART 3 - EXECUTION 

3.1 PIPING SYSTEMS - COMMON REQUIREMENTS 

A. General:  Install piping as described below, unless piping Sections specify otherwise.  
Individual Division 15 piping Sections specify unique piping installation requirements. 

B. Install components with pressure rating equal to or greater than system operating 
pressure. 

C. Piping Joint Construction:  Join pipe and fittings as follows and as specifically required in 
individual piping specification Sections: 
1. Ream ends of pipes and tubes and remove burrs.  Bevel plain ends of steel pipe. 
2. Remove scale, slag, dirt, and debris from inside and outside of pipe and fittings 

before assembly. 
3. Welded Joints:  Construct joints according to AWS D10.12, "Recommended 

Practices and Procedures for Welding Low Carbon Steel Pipe," using qualified 
processes and welding operators according to "Quality Assurance" Article. 

4. Flanged Joints:  Align flange surfaces parallel.  Select appropriate gasket 
material, size, type, and thickness for service application.  Install gasket 
concentrically positioned.  Assemble joints by sequencing bolt tightening to 
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make initial contact of flanges and gaskets as flat and parallel as possible.  Use 
suitable lubricants on bolt threads.  Tighten bolts gradually and uniformly using 
torque wrench. 

D. Piping Connections:  Make connections according to the following, unless otherwise 
indicated: 
1. Install flanges, in piping 2-1/2-inch NPS (DN65) and larger, adjacent to flanged 

valves and at final connection to each piece of equipment with flanged pipe 
connection. 

3.2 DEMOLITION 

A. Disconnect, demolish, and remove Work specified in Division 15 Sections. 

B. If pipe, insulation, or equipment to remain is damaged or disturbed, remove damaged 
portions and install new products of equal capacity and quality. 

C. Accessible Work:  Remove indicated pipe fittings and valves. 

D. Removal:  Remove indicated equipment from Project site. 

 
END OF SECTION 15050 
 
 



  

 
SLCC JORDAN CAMPUS MEDIUM TEMPERATURE  
HEATING HOT WATER REPAIR 
MECHANICAL IDENTIFICATION 15075 - 1 

SECTION 15075 - MECHANICAL IDENTIFICATION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes mechanical identification materials and devices. 

1.3 SUBMITTALS 

A. General:  Submit the following in accordance with Conditions of Contract and Division 1 
Specifications Sections. 

B. Product data for identification materials and devices. 

C. Samples of color, lettering style, and other graphic representation required for each 
identification material and device. 

D. Valve Schedules:  Submit valve schedules for each piping system.  Reproduce on 
standard-size bond paper.  Tabulate valve number, piping system, system abbreviation (as 
shown on tag), location of valve (room or space), and variations for identification.  Mark 
valves intended for emergency shutoff and similar special uses.  Furnish extra copies (in 
addition to mounted copies) for Maintenance Manuals. 

1.4 QUALITY ASSURANCE 

A. Comply with ASME A13.1 for lettering size, length of color field, colors, and viewing 
angles of identification devices. 

1.5 SEQUENCING AND SCHEDULING 

A. Coordinate installation of identifying devices after completion of covering and painting 
where devices are applied to surfaces.  Install identifying devices prior to installation of 
acoustical ceilings and similar concealment. 

PART 2 - PRODUCTS 

2.1 IDENTIFYING DEVICES AND LABELS 

A. General:  Products specified are manufacturer's standard products of categories and types 
required for each application as referenced in other Division 15 Sections.  Where more 
than single type is specified for listed application, match existing, but provide single 
selection for each product category. 
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B. Stencils:  Standard stencils, prepared with letter sizes conforming to recommendations of 
ASME A13.1.  Minimum letter height is 1-1/4 (30 mm) inches for ducts and 3/4 (19 mm) 
inch for access door signs and similar operational instructions. 
1. Material:  Fiberboard or brass. 
2. Stencil Paint:  Exterior, oil-based alkyd gloss black enamel, except as otherwise 

indicated.  Paint may be in pressurized spray-can form. 
3. Identification Paint:  Exterior, oil-based alkyd enamel in colors according to 

ASME A13.1, except as otherwise indicated. 

C. Snap-On Plastic Pipe Markers:  Manufacturer's standard pre-printed, semi-rigid snap-on, 
color-coded pipe markers conforming to ASME A13.1. 

D. Pressure-Sensitive Pipe Markers:  Manufacturer's standard pre-printed, color-coded, 
pressure-sensitive vinyl pipe markers, with permanent adhesive conforming to ASME 
A13.1. 

E. Pipes Smaller Than 6 Inches (150 mm):  Full-band pipe markers, extending 360 degrees 
around pipe at each location. 

F. Pipes 6 Inches (150 mm) And Larger:  Either full-band or strip-type pipe markers, at least 
3 times the letter height and of length required for label. 

G. Lettering:  Manufacturer's standard pre-printed terms as selected by Architect. 

H. Lettering:  Use piping system terms as indicated and abbreviate only as necessary for 
each application length. 
1. Arrows:  Either integrally with piping system service lettering (to accommodate 

both directions), or as separate unit, on each pipe marker to indicate direction of 
flow. 

I. Plastic Duct Markers:  Manufacturer's standard laminated plastic, duct markers in the 
following color code: 
1. Green:  Cold air. 
2. Yellow:  Hot air. 
3. Yellow/Green:  Supply air. 
4. Blue:  Exhaust, outside, return, and mixed air. 
5. For hazardous materials exhausts, use colors and designs recommended by 

ASME A13.1. 
6. Terminology:  Include direction of air flow, duct service (supply, return, exhaust, 

etc.), duct origin (from), duct destination (to), and design cfm. 

J. Plastic Tape:  Manufacturer's standard color-coded, pressure-sensitive, self-adhesive, 
vinyl tape, at least 3-mils thick. 
1. Width:  1-1/2-inches (38 mm) wide on pipes with outside diameters (including 

insulation) less than 6 inches (150 mm); 2-1/2-inches (65 mm) wide for larger 
pipes. 

2. Color:  Comply with ASME A13.1, except where another color selection is 
indicated. 
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K. Valve Tags:  Stamped or engraved with 1/4-inch (6 mm) letters for piping system 
abbreviation and 1/2-inch (13 mm)  sequenced numbers.  Provide a 5/32-inch (4 mm) 
hole for fastener. 
1. Material:  19-gage polished brass. 
2. Material:  0.032-inch-thick (1 mm) aluminum. 
3. Material:  19-gage stainless steel. 
4. Material:  3/32-inch-thick (2 mm) plastic laminate having 2 black surfaces and a 

white inner layer. 
5. Material:  Valve manufacturer's standard solid plastic. 
6. Size:  1-1/2-inches (38 mm) diameter, except as otherwise indicated. 
7. Shape:  As indicated for each piping system. 

L. Valve Tag Fasteners:  Brass chain (wire link or beaded type) or brass S-hooks. 

M. Lettering and Graphics:  Coordinate names, abbreviations, and other designations used in 
mechanical identification, with corresponding designations indicated.  Use numbers, 
letters, and terms indicated for proper identification, operation, and maintenance of 
mechanical systems and equipment. 
1. Multiple Systems:  Where multiple systems of same name are indicated, identify 

individual system number as well as service (such as Boiler No. 3, Air Supply 
No. 1H, or Standpipe F12). 

PART 3 - EXECUTION 

3.1 LABELING AND IDENTIFYING 

A. Piping Systems:  Install pipe markers on each system.  Include arrows showing normal 
direction of flow. Replace markers which may be demolished with fitting replacement 
work. 
1. Stenciled Markers:  Complying with ASME A13.1. 
2. Plastic markers, with application systems.  Install on pipe insulation segment 

where required for hot non-insulated pipes. 
a. Fasten markers on pipes smaller than 6 inches (150 mm) by one of 

following methods: 
1) Snap-on application of pre-tensioned semi-rigid plastic pipe 

marker. 
2) Adhesive lap joint in pipe marker overlap. 
3) Laminated or bonded application of pipe marker to pipe (or 

insulation). 
4) Taped to pipe (or insulation) with color-coded plastic adhesive 

tape, not less than 3/4-inch (19 mm) wide, lapped 1-1/2 inches 
(38 mm) minimum at both ends of pipe marker, and covering full 
circumference of pipe. 

b. Fasten markers on pipes 6 inches (150 mm) and larger by one of 
following methods: 
1) Laminated or bonded application of pipe marker to pipe (or 

insulation). 
2) Taped to pipe (or insulation) with color-coded plastic adhesive 

tape, not less than 1-1/2-inches (38 mm) wide, lapped 3 inches 
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(75 mm) minimum at both ends of pipe marker, and covering full 
circumference of pipe. 

3) Strapped to pipe (or insulation) with manufacturer's standard 
stainless steel bands. 

B. Valve Tags:  Install valve tag on valves and control devices in piping systems, except 
check valves, valves within factory-fabricated equipment units, plumbing fixture supply 
stops, shut-off valves, faucets, convenience and lawn-watering hose bibbs, and HVAC 
terminal devices and similar roughing-in connections of end-use fixtures and units.  List 
tagged valves in valve schedule. 
1. Install mounted valve schedule in each major equipment room. 

C. Optional Sign Types:  Stenciled signs may be provided instead of engraved plastic, at 
Installer's option, where lettering larger than 1-inch (25 mm) high is needed for proper 
identification because of distance from normal location of required identification. 
1. Lettering Size:  Minimum 1/4 inch (6 mm) for name of unit where viewing 

distance is less than 2 feet (0.6 m), 1/2 inch (13 mm) for distances up to 6 feet 
(1.8 m), and proportionately larger lettering for greater distances.  Provide 
secondary lettering 2/3 to 3/4 of size of principal lettering. 

2. Terms on Signs:  In addition to name of identified unit distinguish between 
multiple units, indicate operational requirements, indicate safety and emergency 
precautions, and warn of hazards and improper operations. 

3.2 ADJUSTING AND CLEANING 

A. Relocate mechanical identification materials and devices which have become visually 
blocked by work of this Division or other Divisions. 

B. Clean face of identification devices, and glass frames of valve charts. 
 

END OF SECTION 15075 
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SECTION 15080 - MECHANICAL INSULATION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes pipe insulation. 

1.3 DEFINITIONS 

A. Hot Surfaces:  Normal operating temperatures of 100 deg F or higher. 

B. Thermal Resistivity:  "r-values" represent the reciprocal of thermal conductivity (k-
value).  Thermal conductivity is the rate of heat flow through a homogenous material 
exactly 1 inch thick.  Thermal resistivities are expressed by the temperature difference in 
degrees F between two exposed faces required to cause one Btu to flow through one 
square foot of material, in one hour, at a given mean temperature. 

C. Density:  Is expressed in lb/sq.ft. 

1.4 SUBMITTALS 

A. General:  Submit the following in accordance with Conditions of Contract and Division 1 
Specification Sections. 

B. Product data for each type of mechanical insulation identifying k-value, thickness, and 
accessories. 

C. Material test reports prepared by a qualified independent testing laboratory.  Certify 
insulation meets specified requirements. 

1.5 QUALITY ASSURANCE 

A. Fire Performance Characteristics:  Conform to the following characteristics for insulation 
including facings, cements, and adhesives, when tested according to ASTM E 84, by UL 
or other testing or inspecting organization acceptable to the authority having jurisdiction.  
Label insulation with appropriate markings of testing laboratory. 
1. Interior Insulation:  Flame spread rating of 25 or less and a smoke developed 

rating of 50 or less. 
2. Exterior Insulation:  Flame spread rating of 75 or less and a smoke developed 

rating of 150 or less. 
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1.6 SEQUENCING AND SCHEDULING 

A. Schedule insulation application after testing of piping systems. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

 
1. Glass Fiber: 

a. CertainTeed Corporation. 
b. Knauf Fiberglass GmbH. 
c. Manson. 
d. Owens-Corning Fiberglas Corporation. 
e. John Manville. 
f. USG Interiors, Inc. - Thermafiber Division. 

 
2. Calcium Silicate: 

a. Owens-Corning Corporation. 
b. John Manville. 

 

2.2 GLASS FIBER 

A. Material:  Inorganic glass fibers, bonded with a thermosetting resin. 

B. Jacket:  All-purpose, factory-applied, laminated glass-fiber-reinforced, flame-retardant 
kraft paper and aluminum foil having self-sealing lap. 

C. Preformed Pipe Insulation:  ASTM C 547, Class 1, rigid pipe insulation, jacketed. 
1. Thermal Conductivity:  0.25 average maximum at 75 deg F mean temperature. 
2. Density:  10 pcf average maximum. 

D. Adhesive:  Produced under the UL Classification and Follow-up service. 
1. Type:  Non-flammable, solvent-based. 
2. Service Temperature Range:  Minus 20 to 180 deg F. 

2.3 CALCIUM SILICATE 

A. Material:  ASTM C 533, Type I; inorganic, hydrous calcium silicate, non-asbestos 
fibrous reinforcement; incombustible. 

B. Form:  Molded flat block, curved block, grooved block, and preformed pipe sections as 
appropriate for surface. 

C. Thermal Conductivity:  0.60 at 500 deg F. 
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D. Dry Density:  15.0 pcf maximum. 

E. Compressive Strength:  60 psi minimum at 5 percent deformation. 

F. Fire Performance Characteristics:  Provide materials identical to those whose fire 
performance characteristics have been determined, per test method indicated below, by 
UL or other testing and inspecting organization acceptable to authorities having 
jurisdiction. 
1. Test Method:  ASTM E 84. 
2. Flame Spread:  0. 
3. Smoke Developed:  0. 

2.4 INSULATING CEMENTS 

A. Mineral Fiber:  ASTM C 195. 
1. Thermal Conductivity:  1.0 average maximum at 500 deg F mean temperature. 
2. Compressive Strength:  10 psi at 5 percent deformation. 

B. Expanded or Exfoliated Vermiculite:  ASTM C 196. 
1. Thermal Conductivity:  1.10 average maximum at 500 deg F mean temperature. 
2. Compressive Strength:  5 psi at 5 percent deformation. 

C. Mineral Fiber, Hydraulic-Setting Insulating and Finishing Cement:  ASTM C 449. 
1. Thermal Conductivity:  1.2 average maximum at 400 deg F mean temperature. 
2. Compressive Strength:  100 psi at 5 percent deformation. 

2.5 ADHESIVES 

A. Flexible Elastomeric Cellular Insulation Adhesive:  Solvent-based, contact adhesive 
recommended by insulation manufacturer. 

B. Lagging Adhesive:  MIL-A-3316C, non-flammable adhesive in the following Classes and 
Grades: 
1. Class 1, Grade A for bonding glass cloth and tape to unfaced glass fiber 

insulation, sealing edges of glass fiber insulation, and bonding lagging cloth to 
unfaced glass fiber insulation. 

2. Class 2, Grade A for bonding glass fiber insulation to metal surfaces. 

2.6 JACKETS 

A. General:  ASTM C 921, Type 1, except as otherwise indicated. 

B. Foil and Paper Jacket:  Laminated glass-fiber-reinforced, flame-retardant kraft paper and 
aluminum foil. 
1. Water Vapor Permeance:  0.02 perm maximum, when tested according to ASTM 

E 96. 
2. Puncture Resistance:  50 beach units minimum, when tested according to ASTM 

D 781. 
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C. PVC Jacketing:  High-impact, ultra-violet-resistant PVC, 20-mils thick, roll stock ready 
for shop or field cutting and forming to indicated sizes. 
1. Adhesive:  As recommended by insulation manufacturer. 
2.  Color:  

a. Color as selected by Architect in all areas except tunnels and equipment 
rooms. 

b. In Equipment Rooms, color matching background identification color as 
specified in Section 15075 (ASME 13). 

D. PVC Fitting Covers:  Factory-fabricated fitting covers manufactured from 20-mil-thick, 
high-impact, ultra-violet-resistant PVC. 
1. Adhesive:  As recommended by insulation manufacturer. 
2. Color:  

a. Color as selected by Architect in all areas except tunnels and equipment 
rooms. 

b. In Equipment Rooms, color matching background identification color as 
specified in Section 15075 (ASME 13). 

2.7 ACCESSORIES AND ATTACHMENTS 

A. Bands:  3/4-inch wide, in one of the following materials compatible with jacket: 
1. Stainless Steel:  Type 304, 0.020 inch thick. 
2. Galvanized Steel:  0.005 inch thick. 
3. Aluminum:  0.007 inch thick. 
4. Brass:  0.01 inch thick. 
5. Nickel-Copper Alloy:  0.005 inch thick. 

B. Wire:  14-gage nickel copper alloy, 16-gage, soft-annealed stainless steel, or 16-gage, 
soft-annealed galvanized steel. 

C. Corner Angles:  28-gage, 1-inch by 1-inch aluminum, adhered to 2-inch by 2-inch kraft 
paper. 

D. Anchor Pins:  Capable of supporting 20 pounds each.  Provide anchor pins and speed 
washers of sizes and diameters as recommended by the manufacturer for insulation type 
and thickness. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Surface Preparation:  Clean, dry, and remove foreign materials such as rust, scale, and 
dirt. 

B. Mix insulating cements with clean potable water.  Mix insulating cements contacting 
stainless-steel surfaces with demineralized water. 
1. Follow cement manufacturer's printed instructions for mixing and portions. 
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3.2 INSTALLATION, GENERAL 

A. Refer to schedules at the end of this Section for materials, forms, jackets, and thicknesses 
required for each mechanical system. 

B. Select accessories compatible with materials suitable for the service.  Select accessories 
that do not corrode, soften, or otherwise attack the insulation or jacket in either the wet or 
dry state. 

C. Apply insulation material, accessories, and finishes according to the manufacturer's 
printed instructions. 

D. Install insulation with smooth, straight, and even surfaces. 

E. Seal penetrations for hangers, supports, anchors, and other projections in insulation 
requiring a vapor barrier. 

F. Seal Ends:  Except for flexible elastomeric insulation, taper ends at 45 degree angle and 
seal with lagging adhesive.  Cut ends of flexible elastomeric cellular insulation square 
and seal with adhesive. 

G. Apply adhesives and coatings at manufacturer's recommended coverage-per-gallon rate. 

H. Keep insulation materials dry during application and finishing. 

I. Items Not Insulated:  Unless otherwise indicated do not apply insulation to the following 
systems, materials, and equipment: 
1. Flexible connectors for pipes. 
2. Vibration control devices. 
3. Testing laboratory labels and stamps. 
4. Nameplates and data plates. 
5. Piping specialties including air chambers, unions, strainers, check valves, plug 

valves, and flow regulators. 

3.3 PIPE INSULATION INSTALLATION, GENERAL 

A. Tightly butt longitudinal seams and end joints.  Bond with adhesive. 

B. Stagger joints on double layers of insulation. 

C. Apply insulation continuously over fittings, valves, and specialties, except as otherwise 
indicated. 

D. Apply insulation with a minimum number of joints. 

E. Apply insulation with integral jackets as follows: 
1. Pull jacket tight and smooth. 
2. Cover circumferential joints with butt strips, at least 3-inches wide, and of same 

material as insulation jacket.  Secure with adhesive and outward clinching staples 
along both edges of butt strip and space 4 inches on center. 
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3. Longitudinal Seams:  Overlap seams at least 1-1/2 inches.  Apply insulation with 
longitudinal seams at bottom of pipe.  Clean and dry surface to receive self-
sealing lap.  Staple laps with outward clinching staples along edge at 4 inches on 
center. 
a. Exception:  Do not staple longitudinal laps on insulation applied to 

piping systems with surface temperatures at or below 35 deg F. 
4. Repair damaged insulation jackets, except metal jackets, by applying jacket 

material around damaged jacket.  Adhere, staple, and seal.  Extend patch at least 
2 inches in both directions beyond damaged insulation jacket and around the 
entire circumference of the pipe. 

F. Flanges, Fittings, Valves - Interior Exposed and Concealed:  Coat pipe insulation ends 
with vapor barrier coating.  Apply premolded, precut, or field-fabricated segments of 
insulation around flanges, unions, valves, fittings, and roof drain bowls.  Make joints 
tight.  Bond with adhesive. 
1. Use same material and thickness as adjacent pipe insulation. 
2. Overlap nesting insulation by 2 inches or 1-pipe diameter, which ever is greater. 
3. Apply materials with adhesive, fill voids with mineral fiber insulating cement.  

Secure with wire or tape. 
4. Insulate elbows and tees smaller than 3-inches pipe size with premolded 

insulation. 
5. Insulate elbows and tees 3 inches and larger with premolded insulation or 

insulation material segments.  Use at least 3 segments for each elbow. 
6. Cover insulation, except for metal-jacketed insulation, with PVC fitting covers 

and seal circumferential joints with butt strips. 

3.4 GLASS FIBER PIPE INSULATION INSTALLATION 

A. Bond insulation to pipe with lagging adhesive. 

B. Seal exposed ends with lagging adhesive. 

C. Seal seams and joints with vapor barrier compound. 

3.5 CALCIUM SILICATE PIPE INSULATION INSTALLATION 

A. Secure insulation with stainless-steel bands spaced at 12-inch intervals. 

B. Apply 2-layer insulation with joints tightly butted and staggered at least 3 inches.  Secure 
inner layer with 16-gage soft-annealed stainless-steel wire spaced at 12-inch intervals.  
Secure outer layer with stainless-steel bands at 12-inch intervals. 

C. Finishing:  Apply a skim coat of mineral fiber, hydraulic-setting cement to surface of 
installed insulation.  When dry, apply flood coat of lagging adhesive and press on 1 layer 
of glass cloth or glass tape.  Overlap edges at least 1 inch.  Apply finish coat of lagging 
adhesive over glass cloth or tape.  Thin finish coat to achieve smooth finish. 

D. Metal Jacket:  Where indicated, apply metal jacket over finished insulation as specified in 
this Section for installation of metal jackets. 
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3.6 JACKETS 

A. Foil and Paper Jackets (FP):  Install jackets drawn tight.  Install lap or butt strips at joints 
with material same as jacket.  Secure with adhesive.  Install jackets with 1-1/2-inch laps 
at longitudinal joints and 3-inch-wide butt strips at end joints. 
1. Seal openings, punctures, and breaks in vapor barrier jackets and exposed 

insulation with vapor barrier compound. 

B. Interior Exposed Insulation:  Install continuous PVC jackets, match existing. 

C. Install the PVC jacket with 1-inch overlap at longitudinal and butt joints and seal with 
adhesive. 

3.7 APPLICATIONS 

A. General:  Materials and thicknesses are specified in schedules at the end of this Section. 

B. Interior Piping Systems:  Unless otherwise indicated, insulate the following piping 
systems: 
1. Hydronic and L.P. steam and condensate (201 to 250 deg F). 

3.8 PIPE INSULATION SCHEDULES 

A. General:  Abbreviations used in the following schedules include: 
1. Field-Applied Jackets:  P - PVC. 
2. Pipe Sizes:  NPS - Nominal Pipe Size. 
3. All system piping shall be thermally insulated to match existing thickness. Field 

determine existing insulation thickness. In general, the insulation thickness is as 
follows: 

 
  INTERIOR HYDRONIC 

(201 TO 250 DEG. F) 
 
PIPE      THICKNESS  VAPOR FIELD- 
SIZES      IN    BARRIER APPLIED 
(NPS)  MATERIALS  INCHES   REQ'D JACKET      
 
1/2 GLASS FIBER 1-1/2   NO 
TO 1   EXPOSED (P) 
 
1-1/4 TO GLASS FIBER 2-1/2   NO  
2  EXPOSED (P) 
 
2-1/2 GLASS FIBER  3  NO  
TO 4   EXPOSED (P) 
 
5 AND GLASS FIBER 3  NO  
LARGER  EXPOSED (P) 

END OF SECTION 15080 
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SECTION 15110 - VALVES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes general duty valves common to several mechanical piping systems. 

B. Related Sections:  The following Sections contain requirements that relate to this Section: 
1. Valve tags and charts are specified in Division 15 Section "Mechanical 

Identification." 

1.3 SUBMITTALS 

A. General:  Submit each item in this Article according to the Conditions of the Contract and 
Division 1 Specification Sections. 

B. Product Data for each valve type.  Include body material, valve design, pressure and 
temperature classification, end connection details, seating materials, trim material and 
arrangement, dimensions and required clearances, and installation instructions.  Include 
list indicating valve and its application. 

C. Maintenance data for valves to include in the operation and maintenance manual.  Include 
detailed manufacturer's instructions on adjusting, servicing, disassembling, and repairing. 

1.4 QUALITY ASSURANCE 

A. Single-Source Responsibility:  Comply with the requirements specified in Division 1 
Section "Materials and Equipment," under "Source Limitations" Paragraph. 

B. ASME Compliance:  Comply with ASME B31.9 for building services piping and ASME 
B31.1 for power piping. 

C. MSS Compliance:  Comply with the various MSS Standard Practice documents 
referenced. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Prepare valves for shipping as follows: 
1. Protect internal parts against rust and corrosion. 
2. Protect threads, flange faces, grooves, and weld ends. 
3. Set butterfly valves closed or slightly open. 

B. Use the following precautions during storage: 
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1. Maintain valve end protection. 
2. Store indoors and maintain valve temperature higher than ambient dew-point 

temperature.  If outdoor storage is necessary, store valves off the ground in 
watertight enclosures. 

C. Use a sling to handle large valves.  Rig to avoid damage to exposed parts.  Do not use 
handwheels and stems as lifting or rigging points. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

 
1. Butterfly Valves: 

a. Bray Valve and Controls. 
b. Crane Company; Valves and Fitting Division. 
c. General Signal; DeZurik Unit. 
d. Hammond Valve Corporation. 
e. Keystone 
f. Milwaukee Valve Company, Inc. 
g. NIBCO Inc. 
h. Powell:  Wm. Powell Company (The). 
i. Stockham Valves & Fittings, Inc. 

2.2 BASIC, COMMON FEATURES 

A. Pressure and Temperature Ratings:  As indicated in the "Application Schedule" of Part 3 
of this Section and as required to suit system pressures and temperatures. 

B. Sizes:  Same size as upstream pipe, unless otherwise indicated. 

C. Operators:  Use specified operators and handwheels, except provide the following special 
operator features: 
1. Handwheels:  For valves other than quarter turn. 
2. Lever Handles:  For quarter-turn valves 6 inches (DN150) and smaller. 
3. Chain-Wheel Operators:  For valves 4 inches (DN100) and larger, installed 72 

inches (2400 mm) or higher above finished floor elevation. 
4. Gear-Drive Operators:  For quarter-turn valves 8 inches (DN200) and larger. 

D. Extended Stems:  Where insulation is indicated or specified, provide extended stems 
arranged to receive insulation. 

E. Threads:  ASME B1.20.1. 

F. Flanges:  ASME B16.1 for cast iron, ASME B16.5 for steel, and ASME B16.24 for 
bronze valves. 
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2.3 BUTTERFLY VALVES (HIGH PERFORMANCE) 

A. Butterfly Valves:  MSS SP-68, 450-psi CWP, 200-psi (1035- kPa) maximum pressure 
differential, high pressure class 300, butterfly valve with offset seat, disc and stem 
design. The valve must meet the latest ASTM, ANSI and API standards for material, 
design and testing specifications. Stem bearings must be constructed of PTFE and 
stainless steel material. The valve seat must be supported by a stainless steel spring and 
energized by line pressure for a bubble tight seal. Stem is to be one piece design, with 
disc attached by two seal-welded stainless steel taper pins. Packing must have an 
adjustable, two-bolt pull down design. Lugged valve must be capable of dead-end 
service. Carbon steel body. Extended neck, lug style. PTFE seat. Stainless steel disk. 
1. Disc type as indicated in application schedule: 

a. Stainless steel. 
2. Operator for Sizes 2 Inches (DN50) to 6 Inches (DN150):  Standard lever handle 

with memory stop. 
3. Operator for Sizes 8 Inches (DN200) to 24 Inches (DN600):  Gear operator with 

position indicator. 
4. Operator for Sizes 8 Inches (DN200) and Larger, 96 Inches (2400 mm) or Higher 

above Floor:  Chain-wheel operator. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine piping system for compliance with requirements for installation tolerances and 
other conditions affecting performance of valves.  Do not proceed with installation until 
unsatisfactory conditions have been corrected. 

B. Examine valve interior for cleanliness, freedom from foreign matter, and corrosion.  
Remove special packing materials, such as blocks, used to prevent disc movement during 
shipping and handling. 

C. Operate valves from fully open to fully closed positions.  Examine guides and seats made 
accessible by such operation. 

D. Examine threads on valve and mating pipe for form and cleanliness. 

E. Examine mating flange faces for conditions that might cause leakage.  Check bolting for 
proper size, length, and material.  Check gasket material for proper size, material 
composition suitable for service, and freedom from defects and damage. 

F. Do not attempt to repair defective valves; replace with new valves. 

3.2 INSTALLATION 

A. Install valves as indicated, according to manufacturer's written instructions. 

B. Piping installation requirements are specified in other Division 15 Sections.  Drawings 
indicate the general arrangement of piping, fittings, and specialties. 
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C. Install valves with unions or flanges at each piece of equipment arranged to allow 
servicing, maintenance, and equipment removal without system shutdown. 

D. Locate valves for easy access and provide separate support where necessary. 

E. Install valves in horizontal piping with stem at or above the center of the pipe. 

F. Install valves in a position to allow full stem movement. 

G. For chain-wheel operators, extend chains to 96 inches (1500 mm) above finished floor 
elevation. 

3.3 FLANGED CONNECTIONS 

A. Align flange surfaces parallel. 

B. Assemble joints by sequencing bolt tightening to make initial contact of flanges and 
gaskets as flat and parallel as possible.  Use suitable lubricants on bolt threads.  Tighten 
bolts gradually and uniformly with a torque wrench. 

C. For dead-end service, butterfly valves require flanges both upstream and downstream for 
proper shutoff and retention. 

3.4 VALVE END SELECTION 

A. Select valves with the following ends or types of pipe/tube connections: 
1. Steel Pipe Sizes, 2-1/2 Inches (DN65) and Smaller:  Flanged end. 
2. Steel Pipe Sizes, 3 Inches (DN80) and Larger:  Flanged. 

3.5 ADJUSTING 

A. Adjust or replace packing after piping systems have been tested and put into service, but 
before final adjusting and balancing.  Replace valves if leak persists. 

 

END OF SECTION 15110 
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SECTION 15181 - HYDRONIC PIPING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of Contract, including General and Supplementary 
Conditions and Division 1 Specification sections, apply to this section. 

B. The following Division-15 Sections apply to this Section: 
1. Basic Mechanical Requirements. 
2. Basic Mechanical Materials and Methods. 
3. Valves. 

1.2 SUMMARY 

A. This Section includes piping systems for hot water. Piping materials and equipment 
specified in this Section include: 
1. Pipes, fittings, and specialties; 
2. Hydronic specialties. 

B. Related Sections:  The following sections contain requirements that relate to this Section: 
1. Division 15 Section "Valves" for butterfly valves. 
2. Division 15 Section "Mechanical Identification" for labeling and identification of 

hydronic piping system. 
3. Division 15 Section "Mechanical Insulation" for pipe insulation. 

1.3 DEFINITIONS 

A. Pipe sizes used in this Specification are Nominal Pipe Size (NPS). 

1.4 SYSTEM DESCRIPTION 

A. The hot water system (piping, fittings, etc.) shall be rated for 200 psi at 250°F, unless 
noted otherwise. ASME B31.1 Power Piping. 

1.5 SUBMITTALS 

A. Product Data, including rated capacities of selected models, weights (shipping, installed, 
and operating), furnished specialties and accessories, and installation instructions for each 
hydronic specialty specified. 
1. Furnish flow and pressure drop curves for diverting fittings and calibrated plug 

valves, based on manufacturer's testing. 

B. Welders' certificates certifying that welders comply meet the quality requirements 
specified in Quality Assurance below. Certification must be current within the last 12 
months. 
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C. Certification of compliance with ASTM and ANSI manufacturing requirements for pipe, 
fittings, and specialties. 

D. Reports specified in Part 3 of this Section. 

1.6 QUALITY ASSURANCE 

A. Regulatory Requirements:  comply with the provisions of the following: 
1. ASME B 31.1 "Power Piping" for materials, products, and installation.   
2. ASME "Boiler and Pressure Vessel Code", Section IX, "Welding and Brazing 

Qualification" for qualifications for welding processes and operators. 
3. International Mechanical Code, current edition. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturer:  Subject to compliance with requirements, provide hydronic piping system 
products from one of the following: 

 
1. Flexible Connectors: 

a. Amber-Booth. 
b. Mason Industries, Inc. 
c. Metraflex Co. 

2.2 PIPE AND TUBING MATERIALS 

A. General:  Refer to Part 3 Article "PIPE APPLICATIONS" for identification of where the 
below materials are used. 

B. Steel Pipe:  ASTM A 120 or ASTM A 53 Grade A or B, standard weight (std.), seamless, 
black steel pipe, plane ends. 

2.3 FITTINGS 

A. Steel Fittings:  ASTM A 234, seamless or welded, for welded joints. 

B. Steel Flanges and Flanged Fittings:  ANSI B16.5, including bolts, nuts, and gaskets of the 
following material group, end connection and facing: 
1. Material Group:  1.1. 
2. End Connections:  Butt Welding. 
3. Facings:  Raised face. 

C. Flexible Connectors: 
1. Flexible connectors shall be of the stainless steel type. Flexible hose section to be 

321 stainless steel, close pitch, annular corrugated hose with a braided outer 
covering of 304 stainless steel. End connections to be carbon steel 300LB raised 
face slip on flanges. Overall length to allow for a minimum 1/8” intermittent 
flexing or per manufacturer recommendations for additional motion. All sizes 2-
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1/2” through 10” diameter shall be capable of and have a pressure rating of 200 
PSI @ 250 degrees Fahrenheit. Pressure rating shall have a burst pressure rating 
of 800 PS @ 250 degrees Fahrenheit. Flexible connectors shall be model “SF” as 
manufactured by The Metraflex Company, Chicago, IL, or approved equal. 

2.4 JOINING MATERIALS 

A. Welding Materials:  Comply, with Section II, Part C. ASME Boiler and Pressure Vessel 
Code for welding materials appropriate for the wall thickness and chemical analysis of 
the pipe being welded. 

B. Gasket Material:  thickness, material, and type suitable for fluid to be handled, and design 
temperatures and pressures. 

PART 3 - EXECUTION 

3.1 Pipe Applications 

A. All hot water piping in main and branch tunnels shall be welded. The heating hot water 
piping up to the blending valves shall be welded. 

3.2 PIPING INSTALLATIONS 

A. Install flanges on valves, apparatus, and equipment having 2-1/2 inch and larger 
connections. 

B. Install flexible connectors at inlet and discharge connections to pumps and other vibration 
producing equipment. 

3.3 PIPE JOINT CONSTRUCTION 

A. Threaded Joints:  Conform to ANSI B1.20.1, tapered pipe threads for field cut threads.  
Join pipe fittings and valves as follows: 
1. Note the internal length of threads in fittings or valve ends, and proximity of 

internal seat or wall, to determine how far pipe should be threaded into joint. 
2. Align threads at point of assembly. 
3. Apply appropriate tape or thread compound to the external pipe threads (except 

where dry seal threading is specified). 
4. Assemble joint wrench tight.  Wrench on valve shall be on the valve end into 

which the pipe is being threaded. 
a. Damaged Threads:  Do not use pipe with threads which are corroded or 

damaged.  If a weld opens during cutting or threading operations, that 
portion of pipe shall not be used. 

B. Welded Joints:  Comply with the requirement in ASME Code B31.1-"Power Piping." 

C. Flanged Joints:  Align flanges surfaces parallel.  Assemble joints by sequencing bolt 
tightening to make initial contact of flanges and gaskets as flat and parallel as possible.  
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Use suitable lubricants on bolt threads.  Tighten bolts gradually and uniformly using 
torque wrench. 

3.4 FIELD QUALITY CONTROL 

A. Preparation for testing:  Prepare hydronic piping in accordance with ASME B 31.9 and as 
follows: 
1. Leave joints including welds uninsulated and exposed for examination during the 

test. 
2. Provide temporary restraints for expansion joints which cannot sustain the 

reactions due to test pressure.  If temporary restraints are not practical, isolate 
expansion joints from testing. 

3. Flush system with clean water.  Clean strainers. 
4. Isolate equipment that is not to be subjected to the test pressure from the piping.  

If a valve is used to isolate the equipment, its closure shall be capable of sealing 
against the test pressure without damage to the valve.  Flanged joints at which 
blinds are inserted to isolate equipment need not be tested. 

5. Install relief valve set at a pressure no more than 1/3 higher than the test pressure, 
to protect against damage by expansion of liquid or other source of overpressure 
during the test. 

B. Testing:  Test hydronic piping as follows: 
1. Use ambient temperature water as the testing medium, except where there is a 

risk of damage due to freezing.  Another liquid may be used if it is safe for 
workmen and compatible with the piping system components. 

2. Use vents installed at high points in the system to release trapped air while filling 
the system.  Use drains installed at low points for complete removal of the that 
liquid. 

3. Examine system to see that equipment and parts that cannot withstand test 
pressures are properly isolated.  Examine test equipment to ensure that it is tight 
and that low pressure filling lines are disconnected. 

4. Subject piping system to a hydrostatic test pressure which at every point in the 
system is not less than 1.5 times the design pressure.  The test pressure shall not 
exceed the maximum pressure for any vessel, pump, valve, or other component 
in the system under test.  Make a check to verify that the stress due to pressure at 
the bottom of vertical runs does not exceed either 90 percent of specified 
minimum yield strength, or 1.7 times the "SE" value in Appendix A of ASME 
B31.9, Code For Pressure Piping, Building Services Piping. Pressure shall hold 
for minimum 2 hours with no significant pressure drop. 

5. After the hydrostatic test pressure has been applied for at least 30 minutes, 
examine piping, joints, and connections for leakage.  Eliminate leaks by 
tightening, repairing, or replacing components as appropriate, and repeat 
hydrostatic test until there are no leaks. 

 
C.  X-Ray Testing: 

1. The Owner will X-ray 10% of the welds. If any welds fail, the contractor will 
repair weld and pay for X-ray retest. If more than 10% of the tested welds fail, 
the contractor will pay for X-ray testing on 100% of the welds.   
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3.5 ADJUSTING AND CLEANING 

A. Clean and flush hydronic piping systems.  Remove, clean, and replace strainer screens.  
After cleaning and flushing hydronic piping system, but before balancing, remove 
disposable fine mesh strainers in pump suction diffusers. 

B. Chemical Treatment:  Provide a water analysis prepared by the chemical treatment 
supplier to determine the type and level of chemicals required for prevention of scale and 
corrosion.  Perform initial treatment after completion of system testing. 

3.6 COMMISSIONING 

A. Fill system and perform initial chemical treatment. 

B. Check expansion tanks to determine that they are not air bound and that the system is 
completely full of water. 

C. Before operating the system perform these steps: 
1. Open valves to full open position.  Close coil bypass valves. 
2. Remove and clean strainers. 
3. Set automatic fill valves for required system pressure. 
4. Set temperature controls so all coils are calling for full flow. 

END OF SECTION 15181 
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SECTION 15188 - WATER TREATMENT SYSTEM 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of Contract, including General and Supplementary 
Conditions and Division-1 Specification sections, apply to work of this section. 

B. General:  The Chemical water treatment system to be provided under these plans and 
specifications shall be a complete system and shall be supplied by Power Engineering Co.  
The chemical supplier shall supply field supervision for the pre-start-up, flushing and 
cleaning of all equipment. 

1.2 SUBMITTALS 

A. Technical Data:  Submit Shop Drawings and Product Data for the following Items in 
accordance with the General Conditions of the Contract: 
1. Water Treatment Materials and Equipment. 
2. Chemicals and quantity provided. 

PART 2 - EXECUTION 

2.1 HEATING HOT WATER SYSTEMS 

A. Chemicals: 
1. Liquid alkaline dispersant cleaner to remove oil and foreign matter from the 

system prior to startup. 
2. Non-chromate borate nitrite corrosion inhibitor. 

B. Cleaning: 
1. Cleaning shall be performed by the Contractor under the supervision of the 

chemical supplier at the time of start-up.  The system shall be filled with water 
and checked for leakage and debris.  Add the proper dosage of liquid alkaline 
cleaner and circulate for 48 hours at the required temperature.  Drain and flush 
piping.  Clean the strainers.  Flush the system until the pH is no more than eight 
(8.0). 

2. Clean all strainers at the conclusion of the system cleaning. 
3. Cleaning report forwarded to the Division 15 Contractor and Engineer. 

END OF SECTION 15188 
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